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PROPOSED SITE PLAN 
DOCUMENTS 


FOR 


1165R MASS MA PROPERTY LLC 


PROPOSED 


RESIDENTIAL DEVELOPMENT 


LOCATION OF SITE 
1165R MASSACHUSETTS AVENUE, TOWN OF ARLINGTON 
MIDDLESEX COUNTY, MASSACHUSETTS 
MAP #57, BLOCK #2, LOT #10B AND PART OF LOT #15 
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MAP 57, BLOCK 2 LOT 10B 
N/F LANDS OF ARLINGTON 
CENTER GARAGE & 
SERVICE CORP. 
BK.12342, PG.661 [LOT 9] 
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USGS MAP SITE MAP 
SCALE: 1" = 1,000’ SCALE: 1" = 100’ 
SOURCE: BOSTON NORTH MASSACHUSETTS USGS QUADRANGLE SOURCE: XXXX 
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GENERAL NOTES 


CONTRACTOR IS RESPONSIBLE FOR COMPLIANCE WITH THE NOTES AND SPECIFICATIONS CONTAINED HEREIN. CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ALL 
SUBCONTRACTORS FULLY AND COMPLETELY CONFORM TO AND COMPLY WITH THESE REQUIREMENTS. 


1. 


10. 


11. 


12. 


13. 


14. 


15. 


16. 


17. 


18. 


19. 


20. 


2 


= 


22. 


23. 


24. 


25. 


26. 


27. 


28. 


29. 


30. 


cD 


THE FOLLOWING DOCUMENTS ARE INCORPORATED BY REFERENCE AS PART OF THIS SITE PLAN: 
e “ALTA/NSPS LAND TITLE SURVEY", PREPARED BY CONTROL POINT ASSOCIATES, INC., DATED 04/06/20, REVISED THRU 07/16/20. 


PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR MUST VERIFY THAT HE/SHE HAS THE LATEST EDITION OF THE DOCUMENTS REFERENCED ABOVE. 
THIS IS CONTRACTOR'S RESPONSIBILITY. 


ALL ACCESSIBLE (A/K/A ADA) PARKING SPACES MUST BE CONSTRUCTED TO MEET, AT A MINIMUM, THE MORE STRINGENT OF THE REQUIREMENTS OF THE 
“AMERICANS WITH DISABILITIES ACT” (ADA) CODE (42 U.S.C. § 12101 et seq. AND 42 U.S.C. § 4151 et seq.) OR THE REQUIREMENTS OF THE JURISDICTION WHERE THE 
PROJECT IS TO BE CONSTRUCTED, AND ANY AND ALL AMENDMENTS TO BOTH WHICH ARE IN EFFECT WHEN THESE PLANS ARE COMPLETED. 


PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED. NO 
CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED THE COMMENTS TO ALL PLANS AND OTHER 
DOCUMENTS REVIEWED AND APPROVED BY THE PERMITTING AUTHORITIES AND CONFIRMED THAT ALL NECESSARY OR REQUIRED PERMITS HAVE BEEN OBTAINED. 
CONTRACTOR MUST HAVE COPIES OF ALL PERMITS AND APPROVALS ON SITE AT ALL TIMES. 


THE OWNER/CONTRACTOR MUST BE FAMILIAR WITH AND RESPONSIBLE FOR THE PROCUREMENT OF ANY AND ALL CERTIFICATIONS REQUIRED FOR THE ISSUANCE 
OF A CERTIFICATE OF OCCUPANCY. 


ALL WORK MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS AND CONDITIONS OF APPROVAL, AND ALL APPLICABLE REQUIREMENTS, 
RULES, REGULATIONS, STATUTORY REQUIREMENTS, CODES, LAWS AND STANDARDS OF ALL GOVERNMENTAL ENTITIES WITH JURISDICTION OVER THIS PROJECT. 


THE GEOTECHNICAL REPORT AND RECOMMENDATIONS SET FORTH HEREIN ARE A PART OF THE REQUIRED CONSTRUCTION DOCUMENTS AND, IN CASE OF 
CONFLICT, DISCREPANCY OR AMBIGUITY, THE MORE STRINGENT REQUIREMENTS AND/OR RECOMMENDATIONS CONTAINED IN THE PLANS AND THE GEOTECHNICAL 
REPORT AND RECOMMENDATIONS SHALL TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS. THE CONTRACTOR MUST NOTIFY THE 
ENGINEER, IN WRITING, OF ANY SUCH CONFLICT, DISCREPANCY OR AMBIGUITY BETWEEN THE GEOTECHNICAL REPORTS AND PLANS AND SPECIFICATIONS PRIOR 
TO PROCEEDING WITH ANY FURTHER WORK. 


THESE PLANS ARE BASED ON INFORMATION PROVIDED TO BOHLER ENGINEERING BY THE OWNER AND OTHERS PRIOR TO THE TIME OF PLAN PREPARATION. 
CONTRACTOR MUST FIELD VERIFY EXISTING CONDITIONS AND NOTIFY BOHLER ENGINEERING, IN WRITING, IMMEDIATELY IF ACTUAL SITE CONDITIONS DIFFER FROM 
THOSE SHOWN ON THE PLAN, OR IF THE PROPOSED WORK CONFLICTS WITH ANY OTHER SITE FEATURES. 


ALL DIMENSIONS SHOWN ON THE PLANS MUST BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO THE START OF CONSTRUCTION. CONTRACTOR MUST NOTIFY 
ENGINEER, IN WRITING, IF ANY CONFLICTS, DISCREPANCIES, OR AMBIGUITIES EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION. NO EXTRA COMPENSATION 
WILL BE PAID TO THE CONTRACTOR FOR WORK WHICH HAS TO BE REDONE OR REPAIRED DUE TO DIMENSIONS OR GRADES SHOWN INCORRECTLY ON THESE 
PLANS PRIOR TO CONTRACTOR GIVING ENGINEER WRITTEN NOTIFICATION OF SAME AND ENGINEER, THEREAFTER, PROVIDING CONTRACTOR WITH WRITTEN 
AUTHORIZATION TO PROCEED WITH SUCH ADDITIONAL WORK. 


CONTRACTOR MUST REFER TO THE ARCHITECTURAL/BUILDING PLANS “OF RECORD” FOR EXACT LOCATIONS AND DIMENSIONS OF ENTRY/EXIT POINTS, ELEVATIONS, 
PRECISE BUILDING DIMENSIONS, AND EXACT BUILDING UTILITY LOCATIONS. 


PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR MUST COORDINATE THE BUILDING LAYOUT BY CAREFUL REVIEW OF THE ENTIRE SITE PLAN AND THE 
LATEST ARCHITECTURAL PLANS (INCLUDING, BUT NOT LIMITED TO, STRUCTURAL, MECHANICAL, ELECTRICAL, PLUMBING AND FIRE SUPPRESSION PLAN, WHERE 
APPLICABLE). CONTRACTOR MUST IMMEDIATELY NOTIFY OWNER, ARCHITECT AND SITE ENGINEER, IN WRITING, OF ANY CONFLICTS, DISCREPANCIES OR 
AMBIGUITIES WHICH EXIST. 


DEBRIS MUST NOT BE BURIED ON THE SUBJECT SITE AND ALL UNSUITABLE EXCAVATED MATERIAL AND DEBRIS (SOLID WASTE) MUST BE DISPOSED OF IN 
ACCORDANCE WITH THE REQUIREMENTS OF ANY AND ALL GOVERNMENTAL AUTHORITIES WHICH HAVE JURISDICTION OVER THIS PROJECT OR OVER CONTRACTOR. 


THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING WHEN SHORING IS REQUIRED AND FOR INSTALLING ALL SHORING REQUIRED DURING EXCAVATION (TO BE 
PERFORMED IN ACCORDANCE WITH CURRENT OSHA STANDARDS) AND ANY ADDITIONAL PRECAUTIONS TO BE TAKEN TO ASSURE THE STABILITY OF ADJACENT, 
NEARBY AND CONTIGUOUS STRUCTURES AND PROPERTIES. 


THE CONTRACTOR IS TO EXERCISE EXTREME CARE WHEN PERFORMING ANY WORK ACTIVITIES ADJACENT TO PAVEMENT, STRUCTURES, ETC. WHICH ARE TO 
REMAIN EITHER FOR AN INITIAL PHASE OF THE PROJECT OR AS PART OF THE FINAL CONDITION. CONTRACTOR IS RESPONSIBLE FOR TAKING ALL APPROPRIATE 
MEASURES REQUIRED TO ENSURE THE STRUCTURAL STABILITY OF SIDEWALKS AND PAVEMENT, UTILITIES, BUILDINGS, AND INFRASTRUCTURE WHICH ARE TO 
REMAIN, AND TO PROVIDE A SAFE WORK AREA FOR THIRD PARTIES, PEDESTRIANS AND ANYONE INVOLVED WITH THE PROJECT. 


THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE DONE TO ANY NEW OR EXISTING CONSTRUCTION OR PROPERTY DURING THE COURSE OF 
CONSTRUCTION, INCLUDING BUT NOT LIMITED TO DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC. AND SHALL BEAR ALL COSTS ASSOCIATED WITH SAME 
TO INCLUDE, BUT NOT BE LIMITED TO, REDESIGN, RE-SURVEY, RE-PERMITTING AND CONSTRUCTION. THE CONTRACTOR IS RESPONSIBLE FOR AND MUST REPLACE 
ALL SIGNAL INTERCONNECTION CABLE, WIRING CONDUITS, AND ANY UNDERGROUND ACCESSORY EQUIPMENT DAMAGED DURING CONSTRUCTION AND MUST BEAR 
ALL COSTS ASSOCIATED WITH SAME. THE REPAIR OF ANY SUCH NEW OR EXISTING CONSTRUCTION OR PROPERTY MUST RESTORE SUCH CONSTRUCTION OR 
PROPERTY TO A CONDITION EQUIVALENT TO OR BETTER THAN THE CONDITIONS PRIOR TO COMMENCEMENT OF THE CONSTRUCTION, AND IN CONFORMANCE WITH 
APPLICABLE CODES, LAWS RULES, REGULATIONS, STATUTORY REQUIREMENTS AND STATUTES. CONTRACTOR MUST BEAR ALL COSTS ASSOCIATED WITH SAME. 
CONTRACTOR IS RESPONSIBLE TO DOCUMENT ALL EXISTING DAMAGE AND TO NOTIFY THE OWNER AND THE CONSTRUCTION MANAGER PRIOR TO THE START OF 
CONSTRUCTION. 


ALL CONCRETE MUST BE AIR ENTRAINED AND HAVE THE MINIMUM COMPRESSIVE STRENGTH OF 4,000 PSI AT 28 DAYS UNLESS OTHERWISE NOTED ON THE PLANS, 
DETAILS AND/OR GEOTECHNICAL REPORT. 


THE ENGINEER IS NOT RESPONSIBLE FOR CONSTRUCTION METHODS, MEANS, TECHNIQUES OR PROCEDURES, GENERALLY OR FOR THE CONSTRUCTION MEANS, 
METHODS, TECHNIQUES OR PROCEDURES FOR COMPLETION OF THE WORK DEPICTED BOTH ON THESE PLANS, AND FOR ANY CONFLICTS/SCOPE REVISIONS WHICH 
RESULT FROM SAME. CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE METHODS/MEANS FOR COMPLETION OF THE WORK PRIOR TO THE COMMENCEMENT 
OF CONSTRUCTION. 


THE ENGINEER OF RECORD IS NOT RESPONSIBLE FOR JOB SITE SAFETY. THE ENGINEER OF RECORD HAS NOT BEEN RETAINED TO PERFORM OR BE RESPONSIBLE 
FOR JOB SITE SAFETY, SAME BEING WHOLLY OUTSIDE OF ENGINEER'S SERVICES AS RELATED TO THE PROJECT. THE ENGINEER OF RECORD IS NOT RESPONSIBLE 
TO IDENTIFY OR REPORT ANY JOB SITE SAFETY ISSUES, AT ANY TIME. 


ALL CONTRACTORS MUST CARRY THE SPECIFIED STATUTORY WORKER'S COMPENSATION INSURANCE, EMPLOYER'S LIABILITY INSURANCE AND LIMITS OF 
COMMERCIAL GENERAL LIABILITY INSURANCE (CGL). ALL CONTRACTORS MUST HAVE THEIR CGL POLICIES ENDORSED TO NAME BOHLER ENGINEERING, AND ITS 
PAST, PRESENT AND FUTURE OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, 
EMPLOYEES, AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AS ADDITIONAL NAMED INSURED AND TO 
PROVIDE CONTRACTUAL LIABILITY COVERAGE SUFFICIENT TO INSURE THIS HOLD HARMLESS AND INDEMNITY OBLIGATIONS ASSUMED BY THE CONTRACTORS. ALL 
CONTRACTORS MUST FURNISH BOHLER ENGINEERING WITH CERTIFICATIONS OF INSURANCE AS EVIDENCE OF THE REQUIRED INSURANCE PRIOR TO COMMENCING 
WORK AND UPON RENEWAL OF EACH POLICY DURING THE ENTIRE PERIOD OF CONSTRUCTION AND FOR ONE YEAR AFTER THE COMPLETION OF CONSTRUCTION. IN 
ADDITION, ALL CONTRACTORS WILL, TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, INDEMNIFY, DEFEND AND HOLD HARMLESS BOHLER ENGINEERING AND 
ITS PAST, PRESENT AND FUTURE OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, 
EMPLOYEES, AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS FROM AND AGAINST ANY DAMAGES, 
INJURIES, CLAIMS, ACTIONS, PENALTIES, EXPENSES, PUNITIVE DAMAGES, TORT DAMAGES, STATUTORY CLAIMS, STATUTORY CAUSES OF ACTION, LOSSES, CAUSES 
OF ACTION, LIABILITIES OR COSTS, INCLUDING, BUT NOT LIMITED TO, REASONABLE ATTORNEYS' FEES AND DEFENSE COSTS, ARISING OUT OF OR IN ANY WAY 
CONNECTED WITH OR TO THE PROJECT, INCLUDING ALL CLAIMS BY EMPLOYEES OF THE CONTRACTORS, ALL CLAIMS BY THIRD PARTIES AND ALL CLAIMS RELATED 
TO THE PROJECT. CONTRACTOR MUST NOTIFY ENGINEER, IN WRITING, AT LEAST THIRTY (30) DAYS PRIOR TO ANY TERMINATION, SUSPENSION OR CHANGE OF ITS 
INSURANCE HEREUNDER. 


BOHLER ENGINEERING WILL REVIEW OR TAKE OTHER APPROPRIATE ACTION ON THE CONTRACTOR SUBMITTALS, SUCH AS SHOP DRAWINGS, PRODUCT DATA, 
SAMPLES, AND OTHER DATA, WHICH THE CONTRACTOR IS REQUIRED TO SUBMIT, BUT ONLY FOR THE LIMITED PURPOSE OF CHECKING FOR CONFORMANCE WITH 
THE DESIGN INTENT AND THE INFORMATION SHOWN IN THE CONSTRUCTION CONTRACT DOCUMENTS. CONSTRUCTION MEANS AND/OR METHODS AND/OR 
TECHNIQUES OR PROCEDURES, COORDINATION OF THE WORK WITH OTHER TRADES, AND CONSTRUCTION SAFETY PRECAUTIONS ARE THE SOLE RESPONSIBILITY 
OF THE CONTRACTOR AND BOHLER HAS NO RESPONSIBILITY OR LIABILITY FOR SAME HEREUNDER. BOHLER ENGINEERING'S SHOP DRAWING REVIEW WILL BE 
CONDUCTED WITH REASONABLE PROMPTNESS WHILE ALLOWING SUFFICIENT TIME TO PERMIT ADEQUATE REVIEW. REVIEW OF A SPECIFIC ITEM MUST NOT 
INDICATE THAT BOHLER ENGINEERING HAS REVIEWED THE ENTIRE ASSEMBLY OF WHICH THE ITEM IS A COMPONENT. BOHLER ENGINEERING WILL NOT BE 
RESPONSIBLE FOR ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS NOT PROMPTLY AND IMMEDIATELY BROUGHT TO ITS ATTENTION, IN WRITING, BY THE 
CONTRACTOR. BOHLER ENGINEERING WILL NOT BE REQUIRED TO REVIEW PARTIAL SUBMISSIONS OR THOSE FOR WHICH SUBMISSIONS OF CORRELATED ITEMS 
HAVE NOT BEEN RECEIVED. 


NEITHER THE PROFESSIONAL ACTIVITIES OF BOHLER ENGINEERING, NOR THE PRESENCE OF BOHLER ENGINEERING AND/OR ITS PAST, PRESENT AND FUTURE 
OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES, 
SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AT A CONSTRUCTION/PROJECT SITE, SHALL RELIEVE THE GENERAL 
CONTRACTOR OF ITS OBLIGATIONS, DUTIES AND RESPONSIBILITIES INCLUDING, BUT NOT LIMITED TO, CONSTRUCTION MEANS, METHODS, SEQUENCE, TECHNIQUES 
OR PROCEDURES NECESSARY FOR PERFORMING, OVERSEEING, SUPERINTENDING AND COORDINATING THE WORK IN ACCORDANCE WITH THE CONTRACT 
DOCUMENTS AND COMPLIANCE WITH ANY HEALTH OR SAFETY PRECAUTIONS REQUIRED BY ANY REGULATORY AGENCIES WITH JURISDICTION OVER THE PROJECT 
AND/OR PROPERTY. BOHLER ENGINEERING AND ITS PERSONNEL HAVE NO AUTHORITY TO EXERCISE ANY CONTROL OVER ANY CONSTRUCTION CONTRACTOR OR 
ITS EMPLOYEES IN CONNECTION WITH THEIR WORK OR ANY HEALTH OR SAFETY PROGRAMS OR PROCEDURES. THE GENERAL CONTRACTOR IS SOLELY 
RESPONSIBLE FOR JOB SITE SAFETY. BOHLER ENGINEERING SHALL BE INDEMNIFIED BY THE GENERAL CONTRACTOR AND MUST BE NAMED AN ADDITIONAL 
INSURED UNDER THE GENERAL CONTRACTOR'S POLICIES OF GENERAL LIABILITY INSURANCE AS DESCRIBED ABOVE IN NOTE 19 FOR JOB SITE SAFETY. 


.IF THE CONTRACTOR DEVIATES FROM THE PLANS AND SPECIFICATIONS, INCLUDING THE NOTES CONTAINED HEREIN, WITHOUT FIRST OBTAINING THE PRIOR 


WRITTEN AUTHORIZATION OF THE ENGINEER FOR SUCH DEVIATIONS, THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE PAYMENT OF ALL COSTS INCURRED IN 
CORRECTING ANY WORK DONE WHICH DEVIATES FROM THE PLANS, ALL FINES AND/OR PENALTIES ASSESSED WITH RESPECT THERETO AND ALL COMPENSATORY 
OR PUNITIVE DAMAGES RESULTING THEREFROM AND, FURTHER, SHALL DEFEND, INDEMNIFY AND HOLD HARMLESS THE ENGINEER, TO THE FULLEST EXTENT 
PERMITTED UNDER THE LAW, IN ACCORDANCE WITH PARAGRAPH 19 HEREIN, FOR AND FROM ALL FEES, ATTORNEYS' FEES, DAMAGES, COSTS, JUDGMENTS, 
PENALTIES AND THE LIKE RELATED TO SAME. 


CONTRACTOR IS RESPONSIBLE FOR MAINTENANCE AND PROTECTION OF TRAFFIC PLAN FOR ALL WORK THAT AFFECTS PUBLIC TRAVEL EITHER IN THE R.O.W. OR 
ON SITE. THE COST FOR THIS ITEM MUST BE INCLUDED IN THE CONTRACTOR'S PRICE. 


ALL SIGNING AND PAVEMENT STRIPING MUST CONFORM TO MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES OR LOCALLY APPROVED SUPPLEMENT. 


ENGINEER IS NOT RESPONSIBLE FOR ANY INJURY OR DAMAGES RESULTING FROM CONTRACTOR'S FAILURE TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE 
WITH THE APPROVED PLANS. IF CONTRACTOR AND/OR OWNER FAIL TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH APPROVED PLANS, THEY AGREE TO 
JOINTLY AND SEVERALLY INDEMNIFY AND HOLD ENGINEER HARMLESS FOR ALL INJURIES AND DAMAGES THAT ENGINEER SUFFERS AND COSTS THAT ENGINEER 
INCURS. 


OWNER MUST MAINTAIN AND PRESERVE ALL PHYSICAL SITE FEATURES AND DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS, IN STRICT 
ACCORDANCE WITH THE APPROVED PLAN(S) AND DESIGN AND, FURTHER ENGINEER IS NOT RESPONSIBLE FOR ANY FAILURE TO SO MAINTAIN OR PRESERVE SITE 
AND/OR DESIGN FEATURES. IF OWNER FAILS TO MAINTAIN AND/OR PRESERVE ALL PHYSICAL SITE FEATURES AND/OR DESIGN FEATURES DEPICTED ON THE PLANS 
AND RELATED DOCUMENTS, OWNER AGREES TO INDEMNIFY AND HOLD ENGINEER HARMLESS FOR ALL INJURIES AND DAMAGES THAT ENGINEER SUFFERS AND 
COSTS THAT ENGINEER INCURS AS A RESULT OF SAID FAILURE. 


ALL DIMENSIONS MUST BE TO FACE OF CURB, EDGE OF PAVEMENT, OR EDGE OF BUILDING, UNLESS NOTED OTHERWISE. 


ALL CONSTRUCTION AND MATERIALS MUST COMPLY WITH AND CONFORM TO APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS, LAWS, ORDINANCES, RULES 
AND CODES, AND ALL APPLICABLE OSHA REQUIREMENTS. 


CONTRACTOR AND OWNER MUST INSTALL ALL ELEMENTS AND COMPONENTS IN STRICT COMPLIANCE WITH AND ACCORDANCE WITH MANUFACTURER'S 
STANDARDS AND RECOMMENDED INSTALLATION CRITERIA AND SPECIFICATIONS. IF CONTRACTOR AND/OR OWNER FAIL TO DO SO, THEY AGREE TO JOINTLY AND 
SEVERALLY INDEMNIFY AND HOLD ENGINEER HARMLESS FOR ALL INJURIES AND DAMAGES THAT ENGINEER SUFFERS AND COSTS THAT ENGINEER INCURS AS A 
RESULT OF SAID FAILURE. 


CONTRACTOR IS RESPONSIBLE TO MAINTAIN ON-SITE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IN COMPLIANCE WITH EPA REQUIREMENTS FOR SITES 
WHERE ONE (1) ACRE OR MORE (UNLESS THE LOCAL JURISDICTION REQUIRES FEWER) IS DISTURBED BY CONSTRUCTION ACTIVITIES. CONTRACTOR IS 
RESPONSIBLE TO ENSURE THAT ALL ACTIVITIES, INCLUDING THOSE OF SUBCONTRACTORS, ARE IN COMPLIANCE WITH THE SWPPP, INCLUDING BUT NOT LIMITED TO 
LOGGING ACTIVITIES (MINIMUM ONCE PER WEEK AND AFTER RAINFALL EVENTS) AND CORRECTIVE MEASURES, AS APPROPRIATE. 


AS CONTAINED IN THESE DRAWINGS AND ASSOCIATED APPLICATION DOCUMENTS PREPARED BY THE SIGNATORY PROFESSIONAL ENGINEER, THE USE OF THE 
WORDS CERTIFY OR CERTIFICATION CONSTITUTES AN EXPRESSION OF “PROFESSIONAL OPINION” REGARDING THE INFORMATION WHICH IS THE SUBJECT OF THE 
UNDERSIGNED PROFESSIONAL'S KNOWLEDGE OR BELIEF AND IN ACCORDANCE WITH COMMON ACCEPTED PROCEDURE CONSISTENT WITH THE APPLICABLE 
STANDARDS OF PRACTICE, AND DOES NOT CONSTITUTE A WARRANTY OR GUARANTEE, EITHER EXPRESSED OR IMPLIED. 


GENERAL GRADING & UTILITY PLAN NOTES 
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GENERAL DEMOLITION NOTES 


LOCATIONS OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE AND MUST BE INDEPENDENTLY CONFIRMED WITH LOCAL UTILITY COMPANIES PRIOR TO COMMENCEMENT OF 1. 
ANY CONSTRUCTION OR EXCAVATION. SANITARY SEWER AND ALL OTHER UTILITY SERVICE CONNECTION POINTS MUST BE INDEPENDENTLY CONFIRMED BY THE CONTRACTOR IN THE 
FIELD PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. ALL DISCREPANCIES MUST IMMEDIATELY BE REPORTED, IN WRITING, TO THE ENGINEER. CONSTRUCTION MUST COMMENCE 
BEGINNING AT THE LOWEST INVERT (POINT OF CONNECTION) AND PROGRESS UP GRADIENT. PROPOSED INTERFACE POINTS (CROSSINGS) WITH EXISTING UNDERGROUND UTILITIES 

SHALL BE FIELD VERIFIED BY TEST PIT PRIOR TO COMMENCEMENT OF CONSTRUCTION. 2. 


CONTRACTOR MUST VERTICALLY AND HORIZONTALLY LOCATE ALL UTILITIES AND SERVICES INCLUDING, BUT NOT LIMITED TO, GAS, WATER, ELECTRIC, SANITARY AND STORM SEWER, 
TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN THE LIMITS OF DISTURBANCE OR WORK SPACE, WHICHEVER IS GREATER. THE CONTRACTOR MUST USE, REFER TO, AND COMPLY © 3. 
WITH THE REQUIREMENTS OF THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL THE UNDERGROUND UTILITIES. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL 
DAMAGE TO ANY EXISTING UTILITIES DURING CONSTRUCTION, AT NO COST TO THE OWNER. CONTRACTOR SHALL BEAR ALL COSTS ASSOCIATED WITH DAMAGE TO ANY EXISTING 4. 
UTILITIES DURING CONSTRUCTION. 


IT IS THE CONTRACTOR'S RESPONSIBILITY TO REVIEW ALL CONSTRUCTION CONTRACT DOCUMENTS INCLUDING, BUT NOT LIMITED TO, ALL OF THE DRAWINGS AND SPECIFICATIONS 
ASSOCIATED WITH THE PROJECT WORK SCOPE PRIOR TO THE INITIATION AND COMMENCEMENT OF CONSTRUCTION. SHOULD THE CONTRACTOR FIND A CONFLICT AND/OR DISCREPANCY 5. 
BETWEEN THE DOCUMENTS RELATIVE TO THE SPECIFICATIONS OR THE RELATIVE OR APPLICABLE CODES, REGULATIONS, LAWS, RULES, STATUTES AND/OR ORDINANCES, IT IS THE 
CONTRACTOR'S SOLE RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD, IN WRITING, OF SAID CONFLICT AND/OR DISCREPANCY PRIOR TO THE START OF 

CONSTRUCTION. CONTRACTOR'S FAILURE TO NOTIFY THE PROJECT ENGINEER SHALL CONSTITUTE CONTRACTOR'S FULL AND COMPLETE ACCEPTANCE OF ALL RESPONSIBILITY TO 
COMPLETE THE SCOPE OF WORK AS DEFINED BY THE DRAWINGS AND IN FULL COMPLIANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS, LAWS, STATUTES, ORDINANCES AND 
CODES AND, FURTHER, CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH SAME. 


THE CONTRACTOR MUST LOCATE AND CLEARLY AND UNAMBIGUOUSLY DEFINE VERTICALLY AND HORIZONTALLY ALL ACTIVE AND INACTIVE UTILITY AND/OR SERVICE SYSTEMS THAT ARE 
TO BE REMOVED. THE CONTRACTOR IS RESPONSIBLE TO PROTECT AND MAINTAIN ALL ACTIVE AND INACTIVE SYSTEMS THAT ARE NOT BEING REMOVED/RELOCATED DURING SITE 
ACTIVITY. 


THE CONTRACTOR MUST FAMILIARIZE ITSELF WITH THE APPLICABLE UTILITY SERVICE PROVIDER REQUIREMENTS AND IS RESPONSIBLE FOR ALL COORDINATION REGARDING UTILITY 
DEMOLITION AS IDENTIFIED OR REQUIRED FOR THE PROJECT. THE CONTRACTOR MUST PROVIDE THE OWNER WITH WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES AND SERVICES 
HAVE BEEN TERMINATED AND ABANDONED IN ACCORDANCE WITH THE JURISDICTION AND UTILITY COMPANY REQUIREMENTS AND ALL OTHER APPLICABLE REQUIREMENTS, RULES, 
STATUTES, LAWS, ORDINANCES AND CODES. 


THE CONTRACTOR MUST INSTALL ALL STORM SEWER AND SANITARY SEWER COMPONENTS WHICH FUNCTION BY GRAVITY PRIOR TO THE INSTALLATION OF ALL OTHER UTILITIES. 


CONTRACTOR IS RESPONSIBLE FOR COORDINATION OF SITE PLAN DOCUMENTS AND ARCHITECTURAL DESIGN FOR EXACT BUILDING UTILITY CONNECTION LOCATIONS, GREASE TRAP 
REQUIREMENTS/DETAILS, DOOR ACCESS, AND EXTERIOR GRADING. THE ARCHITECT WILL DETERMINE THE UTILITY SERVICE SIZES. THE CONTRACTOR MUST COORDINATE INSTALLATION 
OF UTILITIES/SERVICES WITH THE INDIVIDUAL COMPANIES, TO AVOID CONFLICTS AND TO ENSURE THAT PROPER DEPTHS ARE ACHIEVED. THE CONTRACTOR IS RESPONSIBLE FOR 
ENSURING THAT INSTALLATION OF ALL IMPROVEMENTS COMPLIES WITH ALL UTILITY REQUIREMENTS WITH JURISDICTION AND/OR CONTROL OF THE SITE, AND ALL OTHER APPLICABLE 
REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES AND, FURTHER, IS RESPONSIBLE FOR COORDINATING THE UTILITY TIE-INS/CONNECTIONS PRIOR TO CONNECTING TO 
THE EXISTING UTILITY/SERVICE. WHERE A CONFLICT(S) EXISTS BETWEEN THESE SITE PLANS AND THE ARCHITECTURAL PLANS, OR WHERE ARCHITECTURAL PLAN UTILITY CONNECTION 
POINTS DIFFER, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE ENGINEER, IN WRITING, AND PRIOR TO CONSTRUCTION, RESOLVE SAME. 


WATER SERVICE MATERIALS, BURIAL DEPTH, AND COVER REQUIREMENTS MUST BE SPECIFIED BY THE LOCAL UTILITY COMPANY. CONTRACTOR'S PRICE FOR WATER SERVICE MUST 
INCLUDE ALL FEES, COSTS AND APPURTENANCES REQUIRED BY THE UTILITY TO PROVIDE FULL AND COMPLETE WORKING SERVICE. CONTRACTOR MUST CONTACT THE APPLICABLE 
MUNICIPALITY TO CONFIRM THE PROPER WATER METER AND VAULT, PRIOR TO COMMENCING CONSTRUCTION. 


ALL NEW UTILITIES/SERVICES, INCLUDING ELECTRIC, TELEPHONE, CABLE TV, ETC. ARE TO BE INSTALLED UNDERGROUND. ALL NEW UTILITIES/SERVICES MUST BE INSTALLED IN 
ACCORDANCE WITH THE UTILITY/SERVICE PROVIDER INSTALLATION SPECIFICATIONS AND STANDARDS. 


SITE GRADING MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT REFERENCED 

IN THIS PLAN SET. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING AND REPLACING UNSUITABLE MATERIALS WITH SUITABLE MATERIALS AS SPECIFIED IN THE GEOTECHNICAL 

REPORT. ALL EXCAVATED OR FILLED AREAS MUST BE COMPACTED AS OUTLINED IN THE GEOTECHNICAL REPORT. MOISTURE CONTENT AT TIME OF PLACEMENT MUST BE SUBMITTED IN 

A COMPACTION REPORT PREPARED BY A QUALIFIED GEOTECHNICAL ENGINEER, REGISTERED WITH THE STATE WHERE THE WORK IS PERFORMED, VERIFYING THAT ALL FILLED AREAS 7. 
AND SUBGRADE AREAS WITHIN THE BUILDING PAD AREA AND AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS AND THE 
RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES. SUBBASE MATERIAL FOR 
SIDEWALKS, CURB, OR ASPHALT MUST BE FREE OF ORGANICS AND OTHER UNSUITABLE MATERIALS. SHOULD SUBBASE BE DEEMED UNSUITABLE BY OWNER/DEVELOPER, OR 
OWNER/DEVELOPER'S REPRESENTATIVE, SUBBASE IS TO BE REMOVED AND FILLED WITH APPROVED FILL MATERIAL COMPACTED AS DIRECTED BY THE GEOTECHNICAL REPORT. 
EARTHWORK ACTIVITIES INCLUDING, BUT NOT LIMITED TO, EXCAVATION, BACKFILL, AND COMPACTING MUST COMPLY WITH THE RECOMMENDATIONS IN THE GEOTECHNICAL REPORT AND 
ALL APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES. EARTHWORK ACTIVITIES MUST COMPLY WITH THE STANDARD STATE DOT SPECIFICATIONS FOR 
ROADWAY CONSTRUCTION (LATEST EDITION) AND ANY AMENDMENTS OR REVISIONS THERETO. 


ALL FILL, COMPACTION, AND BACKFILL MATERIALS REQUIRED FOR UTILITY INSTALLATION MUST BE AS PER THE RECOMMENDATIONS PROVIDED IN THE GEOTECHNICAL REPORT AND MUST 9. 
BE COORDINATED WITH THE APPLICABLE UTILITY COMPANY SPECIFICATIONS. WHEN THE PROJECT DOES NOT HAVE GEOTECHNICAL RECOMMENDATIONS, FILL AND COMPACTION MUST, 

AT A MINIMUM, COMPLY WITH THE STATE DOT REQUIREMENTS AND SPECIFICATIONS AND CONSULTANT SHALL HAVE NO LIABILITY OR RESPONSIBILITY FOR OR AS RELATED TO FILL, 
COMPACTION AND BACKFILL. FURTHER, CONTRACTOR IS FULLY RESPONSIBLE FOR EARTHWORK BALANCE. 


THE CONTRACTOR MUST COMPLY, TO THE FULLEST EXTENT, WITH THE LATEST OSHA STANDARDS AND REGULATIONS, AND/OR ANY OTHER AGENCY WITH JURISDICTION FOR EXCAVATION "0 
AND TRENCHING PROCEDURES. THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE “MEANS AND METHODS” REQUIRED TO MEET THE INTENT AND PERFORMANCE CRITERIA OF 
OSHA, AS WELL AS ANY OTHER ENTITY THAT HAS JURISDICTION FOR EXCAVATION AND/OR TRENCHING PROCEDURES AND CONSULTANT SHALL HAVE NO RESPONSIBILITY FOR OR AS 
RELATED FOR OR AS RELATED TO EXCAVATION AND TRENCHING PROCEDURES. 


PAVEMENT MUST BE SAW CUT IN STRAIGHT LINES, AND EXCEPT FOR EDGE OF BUTT JOINTS, MUST EXTEND TO THE FULL DEPTH OF THE EXISTING PAVEMENT. ALL DEBRIS FROM 11. 


REMOVAL OPERATIONS MUST BE REMOVED FROM THE SITE AT THE TIME OF EXCAVATION. STOCKPILING OF DEBRIS WILL NOT BE PERMITTED. 


THE TOPS OF EXISTING MANHOLES, INLET STRUCTURES, AND SANITARY CLEANOUT TOPS MUST BE ADJUSTED, AS NECESSARY, TO MATCH PROPOSED GRADES IN ACCORDANCE WITH ALL 
APPLICABLE STANDARDS, REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES. 


12. 


DURING THE INSTALLATION OF SANITARY SEWER, STORM SEWER, AND ALL UTILITIES, THE CONTRACTOR MUST MAINTAIN A CONTEMPORANEOUS AND THOROUGH RECORD OF 
CONSTRUCTION TO IDENTIFY THE AS-INSTALLED LOCATIONS OF ALL UNDERGROUND INFRASTRUCTURE. THE CONTRACTOR MUST CAREFULLY NOTE ANY INSTALLATIONS THAT DEVIATE 
FROM THE INFORMATION CONTAINED IN THE UTILITY PLAN. THIS RECORD MUST BE KEPT ON A CLEAN COPY OF THE DRAINAGE OR UTILITY PLAN, WHICH CONTRACTOR MUST PROMPTLY 
PROVIDE TO THE OWNER AT THE COMPLETION OF WORK. 


WHEN THE SITE IMPROVEMENT PLANS INVOLVE MULTIPLE BUILDINGS, SOME OF WHICH MAY BE BUILT AT ALATER DATE, THE CONTRACTOR MUST EXTEND ALL LINES, INCLUDING BUT NOT 
LIMITED TO STORM SEWER, SANITARY SEWER, UTILITIES, AND IRRIGATION LINE, TO A POINT AT LEAST FIVE (5) FEET BEYOND THE PAVED AREAS FOR WHICH THE CONTRACTOR IS 
RESPONSIBLE. CONTRACTOR MUST CAP ENDS AS APPROPRIATE, MARK LOCATIONS WITH A 2X4, AND MUST NOTE THE LOCATION OF ALL OF THE ABOVE ON A CLEAN COPY OF THE 


DRAINAGE OR UTILITY PLAN, WHICH CONTRACTOR MUST PROMPTLY PROVIDE TO THE OWNER UPON COMPLETION OF THE WORK. 14. 


THE CONTRACTOR IS FULLY RESPONSIBLE FOR VERIFICATION OF EXISTING TOPOGRAPHIC INFORMATION AND UTILITY INVERT ELEVATIONS PRIOR TO COMMENCING ANY CONSTRUCTION. 


CONTRACTOR MUST CONFIRM AND ENSURE 0.75% MINIMUM SLOPE AGAINST ALL ISLANDS, GUTTERS, AND CURBS; 1.0% ON ALL CONCRETE SURFACES; AND 1.5% MINIMUM ON ASPHALT 15. 


(EXCEPT WHERE ADA REQUIREMENTS OR EXISTING TOPOGRAPHY LIMIT GRADES), TO PREVENT PONDING. CONTRACTOR MUST IMMEDIATELY IDENTIFY, IN WRITING TO THE ENGINEER, 
ANY DISCREPANCIES THAT MAY OR COULD AFFECT THE PUBLIC SAFETY, HEALTH OR GENERAL WELFARE, OR PROJECT COST. IF CONTRACTOR PROCEEDS WITH CONSTRUCTION 
WITHOUT PROVIDING PROPER NOTIFICATION, MUST BE AT THE CONTRACTOR'S OWN RISK AND, FURTHER, CONTRACTOR SHALL INDEMNIFY, DEFEND AND HOLD HARMLESS THE DESIGN 
ENGINEER FOR ANY DAMAGES, COSTS, INJURIES, ATTORNEY'S FEES AND THE LIKE WHICH RESULT FROM SAME. 


PROPOSED TOP OF CURB ELEVATIONS ARE GENERALLY 6” ABOVE EXISTING LOCAL ASPHALT GRADE UNLESS OTHERWISE NOTED. FIELD ADJUST TO CREATE A MINIMUM OF 0.75% 16. 


GUTTER GRADE ALONG CURB FACE. IT IS CONTRACTOR'S OBLIGATION TO ENSURE THAT DESIGN ENGINEER APPROVES FINAL CURBING CUT SHEETS PRIOR TO INSTALLATION OF SAME. 


IN THE EVENT OF DISCREPANCIES AND/OR CONFLICTS BETWEEN PLANS OR RELATIVE TO OTHER PLANS, THE SITE PLAN WILL TAKE PRECEDENCE AND CONTROL. CONTRACTOR MUST 17. 


IMMEDIATELY NOTIFY THE DESIGN ENGINEER, IN WRITING, OF ANY DISCREPANCIES AND/OR CONFLICTS. 


CONTRACTOR IS REQUIRED TO SECURE ALL NECESSARY AND/OR REQUIRED PERMITS AND APPROVALS FOR ALL OFF SITE MATERIAL SOURCES AND DISPOSAL FACILITIES. CONTRACTOR 
MUST SUPPLY A COPY OF APPROVALS TO ENGINEER AND OWNER PRIOR TO INITIATING ANY WORK. 


WHERE RETAINING WALLS (WHETHER OR NOT THEY MEET THE JURISDICTIONAL DEFINITION) ARE IDENTIFIED ON PLANS, ELEVATIONS IDENTIFIED ARE FOR THE EXPOSED PORTION OF THE 
WALL. WALL FOOTINGS/FOUNDATION ELEVATIONS ARE NOT IDENTIFIED HEREIN AND ARE TO BE SET/DETERMINED BY THE CONTRACTOR BASED ON FINAL STRUCTURAL DESIGN SHOP 
DRAWINGS PREPARED BY THE APPROPRIATE PROFESSIONAL LICENSED IN THE STATE WHERE THE CONSTRUCTION OCCURS. 


19. 
STORM DRAINAGE PIPE:UNLESS INDICATED OTHERWISE, ALL STORM SEWER PIPE MUST BE REINFORCED CONCRETE PIPE (RCP) CLASS III WITH SILT TIGHT JOINTS. WHEN HIGH-DENSITY 
POLYETHYLENE PIPE (HDPE) IS CALLED FOR ON THE PLANS, IT MUST CONFORM TO AASHTO M294 AND TYPE S (SMOOTH INTERIOR WITH ANGULAR CORRUGATIONS) WITH GASKET FOR 
SILT TIGHT JOINT. PVC PIPE FOR ROOF DRAIN CONNECTION MUST BE SDR 26 OR SCHEDULE 40 UNLESS INDICATED OTHERWISE. 

20. 


UNLESS INDICATED OTHERWISE ON THE DRAWINGS, SANITARY SEWER PIPE SHALL BE AS FOLLOWS: 
e FOR PIPES LESS THAN 12 FT. DEEP: POLYVINYL CHLORIDE (PVC) SDR 35 PER ASTM D3034 
e FOR PIPES MORE THAN 12 FT. DEEP: POLYVINYL CHLORIDE (PVC) SDR 26 PER ASTM D3034 
e FOR PIPE WITHIN 10 FT. OF BUILDING, PIPE MATERIAL SHALL COMPLY WITH APPLICABLE BUILDING AND PLUMBING CODES. CONTRACTOR TO VERIFY WITH LOCAL OFFICIALS. 


STORM AND SANITARY SEWER PIPE LENGTHS INDICATED ARE NOMINAL AND MEASURED CENTER OF INLET AND/OR MANHOLES STRUCTURE TO CENTER OF STRUCTURE. 


STORMWATER ROOF DRAIN LOCATIONS ARE BASED ON PRELIMINARY ARCHITECTURAL PLANS. CONTRACTOR IS RESPONSIBLE TO AND FOR VERIFYING LOCATIONS OF SAME BASED ON 
FINAL ARCHITECTURAL PLANS. 


SEWERS CROSSING STREAMS AND/OR LOCATION WITHIN 10 FEET OF THE STREAM EMBANKMENT, OR WHERE SITE CONDITIONS SO INDICATE, MUST BE CONSTRUCTED OF STEEL, 
REINFORCED CONCRETE, DUCTILE IRON OR OTHER SUITABLE MATERIAL. SEWERS CONVEYING SANITARY FLOW COMBINED SANITARY AND STORMWATER FLOW OR INDUSTRIAL FLOW 
MUST BE SEPARATED FROM WATER MAINS BY A DISTANCE OF AT LEAST 10 FEET HORIZONTALLY. IF SUCH LATERAL SEPARATION IS NOT POSSIBLE, THE PIPES MUST BE IN SEPARATE 
TRENCHES WITH THE SEWER AT LEAST 18 INCHES BELOW THE BOTTOM OF THE WATER MAIN, OR SUCH OTHER SEPARATION AS APPROVED BY THE GOVERNMENT AGENCY WITH 
JURISDICTION OVER SAME. 


e WHERE APPROPRIATE SEPARATION FROM A WATER MAIN IS NOT POSSIBLE, THE SEWER MUST BE ENCASED IN CONCRETE, OR CONSTRUCTED OF DUCTILE IRON PIPE USING 
MECHANICAL OR SLIP-ON JOINTS FOR A DISTANCE OF AT LEAST 10 FEET ON EITHER SIDE OF THE CROSSING. IN ADDITION, ONE FULL LENGTH OF SEWER PIPE SHOULD BE LOCATED 
SO BOTH JOINTS WILL BE AS FAR FROM THE WATER LINE AS POSSIBLE. WHERE A WATER MAIN CROSSES UNDER A SEWER, ADEQUATE STRUCTURAL SUPPORT FOR THE SEWER 


13. 


18. 


ADA INSTRUCTIONS TO CONTRACTOR: 


THIS PLAN REFERENCES DOCUMENTS AND INFORMATION BY: 
e “ALTA/NSPS LAND TITLE SURVEY", PREPARED BY CONTROL POINT ASSOCIATES, INC., DATED 04/06/20, REVISED THRU 07/16/20. 


CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH THE REQUIREMENTS OF THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, (29 U.S.C. 651 et seq.), AS 
AMENDED AND ANY MODIFICATIONS, AMENDMENTS OR REVISIONS TO SAME. 


BOHLER ENGINEERING HAS NO CONTRACTUAL, LEGAL, OR OTHER RESPONSIBILITY FOR JOB SITE SAFETY OR JOB SITE SUPERVISION, OR ANYTHING RELATED TO SAME. 


THE DEMOLITION PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION, ONLY, REGARDING ITEMS TO BE DEMOLISHED AND/OR REMOVED. THE CONTRACTOR MUST ALSO 
REVIEW THE OTHER SITE PLAN DRAWINGS AND INCLUDE IN DEMOLITION ACTIVITIES ALL INCIDENTAL WORK NECESSARY FOR THE CONSTRUCTION OF THE NEW SITE 
IMPROVEMENTS. 


CONTRACTOR MUST RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS OR SPECIFICATIONS, CONCERNS REGARDING THE APPLICABLE 
SAFETY STANDARDS, OR THE SAFETY OF THE CONTRACTOR OR THIRD PARTIES IN PERFORMING THE WORK ON THIS PROJECT, WITH BOHLER ENGINEERING, IN WRITING, AND 
RESPONDED TO BY BOHLER, IN WRITING, PRIOR TO THE INITIATION OF ANY SITE ACTIVITY AND ANY DEMOLITION ACTIVITY. ALL DEMOLITION ACTIVITIES MUST BE PERFORMED 
IN ACCORDANCE WITH THE REQUIREMENTS OF THESE PLANS AND SPECIFICATIONS AND ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS, RULES, 
REQUIREMENTS, STATUTES, ORDINANCES AND CODES. 


PRIOR TO STARTING ANY DEMOLITION, CONTRACTOR IS RESPONSIBLE FOR/TO: 


A.OBTAINING ALL REQUIRED PERMITS AND MAINTAINING THE SAME ON SITE FOR REVIEW BY THE ENGINEER AND OTHER PUBLIC AGENCIES WITH JURISDICTION THROUGHOUT 
THE DURATION OF THE PROJECT, SITE WORK, AND DEMOLITION WORK. 


B. NOTIFYING, AT A MINIMUM, THE MUNICIPAL ENGINEER, DESIGN ENGINEER, AND LOCAL SOIL CONSERVATION DISTRICT, 72 HOURS PRIOR TO THE START OF WORK. 
C.INSTALLING THE REQUIRED SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE. 


D.IN ACCORDANCE WITH STATE LAW, THE CONTRACTOR MUST CALL THE STATE ONE-CALL DAMAGE PROTECTION SYSTEM FOR UTILITY MARKOUT, IN ADVANCE OF ANY 
EXCAVATION. 


E.LOCATING AND PROTECTING ALL UTILITIES AND SERVICES, INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC, SANITARY AND STORM SEWER, TELEPHONE, CABLE, 
FIBER OPTIC CABLE, ETC. WITHIN AND ADJACENT TO THE LIMITS OF PROJECT ACTIVITIES. THE CONTRACTOR MUST USE AND COMPLY WITH THE REQUIREMENTS OF THE 
APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL THE UNDERGROUND UTILITIES. 


F. PROTECTING AND MAINTAINING IN OPERATION, ALL ACTIVE UTILITIES AND SYSTEMS THAT ARE NOT BEING REMOVED DURING ALL DEMOLITION ACTIVITIES. 


G.ARRANGING FOR AND COORDINATING WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) FOR THE TEMPORARY OR PERMANENT TERMINATION OF SERVICE REQUIRED BY 
THE PROJECT PLANS AND SPECIFICATIONS. THE CONTRACTOR MUST PROVIDE THE UTILITY ENGINEER AND OWNER WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES 
AND SERVICES HAVE BEEN TERMINATED AND ABANDONED IN ACCORDANCE WITH JURISDICTIONAL AND UTILITY COMPANY REQUIREMENTS. 


H.COORDINATION WITH UTILITY COMPANIES REGARDING WORKING "OFF-PEAK" HOURS OR ON WEEKENDS AS MAY BE REQUIRED TO MINIMIZE THE IMPACT ON THE AFFECTED 
PARTIES. WORK REQUIRED TO BE DONE "OFF-PEAK" IS TO BE DONE AT NO ADDITIONAL COST TO THE OWNER. 


|. IN THE EVENT THE CONTRACTOR DISCOVERS ANY HAZARDOUS MATERIAL, THE REMOVAL OF WHICH IS NOT ADDRESSED IN THE PROJECT PLANS AND SPECIFICATIONS, THE 
CONTRACTOR MUST IMMEDIATELY CEASE ALL WORK AND IMMEDIATELY NOTIFY THE OWNER AND ENGINEER OF THE DISCOVERY OF SUCH MATERIALS. 


THE FIRM OR ENGINEER OF RECORD IS NOT RESPONSIBLE FOR JOB SITE SAFETY OR SUPERVISION. CONTRACTOR MUST PROCEED WITH THE DEMOLITION IN A SYSTEMATIC 
AND SAFE MANNER, FOLLOWING ALL THE OSHA REQUIREMENTS, TO ENSURE PUBLIC AND CONTRACTOR SAFETY. 


THE CONTRACTOR MUST PROVIDE ALL “MEANS AND METHODS" NECESSARY TO PREVENT MOVEMENT, SETTLEMENT, OR COLLAPSE OF EXISTING STRUCTURES, AND ANY 
OTHER IMPROVEMENTS THAT ARE REMAINING ON OR OFF SITE. THE CONTRACTOR IS RESPONSIBLE FOR ALL REPAIRS OF DAMAGE TO ALL ITEMS THAT ARE TO REMAIN. 
CONTRACTOR MUST USE NEW MATERIAL FOR ALL REPAIRS. CONTRACTOR'S REPAIR MUST INCLUDE THE RESTORATION OF ANY ITEMS REPAIRED TO THE PRE-DEMOLITION 
CONDITION, OR BETTER. CONTRACTOR SHALL PERFORM ALL REPAIRS AT THE CONTRACTOR'S SOLE EXPENSE. 


THE CONTRACTOR MUST NOT PERFORM ANY EARTH MOVEMENT ACTIVITIES, DEMOLITION OR REMOVAL OF FOUNDATION WALLS, FOOTINGS, OR OTHER MATERIALS WITHIN 
THE LIMITS OF DISTURBANCE UNLESS SAME IS IN STRICT ACCORDANCE AND CONFORMANCE WITH THE PROJECT PLANS AND SPECIFICATIONS, AND/OR UNDER THE WRITTEN 
DIRECTION OF THE OWNER'S STRUCTURAL OR GEOTECHNICAL ENGINEER. 


CONTRACTOR MUST BACKFILL ALL EXCAVATION RESULTING FROM, OR INCIDENTAL TO, DEMOLITION ACTIVITIES. BACKFILL MUST BE ACCOMPLISHED WITH APPROVED 
BACKFILL MATERIALS, AND MUST BE SUFFICIENTLY COMPACTED TO SUPPORT NEW IMPROVEMENTS AND PERFORMED IN COMPLIANCE WITH THE RECOMMENDATIONS AND 
GUIDANCE IN THE GEOTECHNICAL REPORT. BACKFILLING MUST OCCUR IMMEDIATELY AFTER DEMOLITION ACTIVITIES, AND MUST BE DONE SO AS TO PREVENT WATER 
ENTERING THE EXCAVATION. FINISHED SURFACES MUST BE GRADED TO PROMOTE POSITIVE DRAINAGE. 


EXPLOSIVES MUST NOT BE USED WITHOUT PRIOR WRITTEN CONSENT OF BOTH THE OWNER AND ALL APPLICABLE GOVERNMENTAL AUTHORITIES. ALL THE REQUIRED 
PERMITS AND EXPLOSIVE CONTROL MEASURES THAT ARE REQUIRED BY THE FEDERAL, STATE, AND LOCAL GOVERNMENTS MUST BE IN PLACE PRIOR TO CONTRACTOR 
STARTING AN EXPLOSIVE PROGRAM AND/OR ANY DEMOLITION. THE CONTRACTOR IS ALSO RESPONSIBLE FOR ALL INSPECTION AND SEISMIC VIBRATION TESTING THAT IS 
REQUIRED TO MONITOR THE EFFECTS ON ALL LOCAL STRUCTURES. 


CONTRACTOR MUST PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED SAFE PRACTICES IN CONFORMANCE WITH THE CURRENT FHWA "MANUAL ON UNIFORM 
TRAFFIC CONTROL DEVICES" (MUTCD), AND THE FEDERAL, STATE, AND LOCAL REGULATIONS WHEN DEMOLITION RELATED ACTIVITIES IMPACT ROADWAYS AND/OR ROADWAY 
RIGHT-OF-WAY. 


CONTRACTOR MUST CONDUCT DEMOLITION ACTIVITIES IN SUCH A MANNER TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, SIDEWALKS, WALKWAYS, AND 
OTHER ADJACENT FACILITIES. STREET CLOSURE PERMITS MUST BE RECEIVED FROM THE APPROPRIATE GOVERNMENTAL AUTHORITY PRIOR TO THE COMMENCEMENT OF 
ANY ROAD OPENING OR DEMOLITION ACTIVITIES INOR ADJACENT TO THE RIGHT-OF-WAY. 


DEMOLITION ACTIVITIES AND EQUIPMENT MUST NOT USE AREAS OUTSIDE THE DEFINED PROJECT LIMIT LINE, WITHOUT WRITTEN PERMISSION OF THE OWNER AND ALL 
GOVERNMENTAL AGENCIES WITH JURISDICTION. 


THE CONTRACTOR MUST USE DUST CONTROL MEASURES TO LIMIT AIRBORNE DUST AND DIRT RISING AND SCATTERING IN THE AIR INACCORDANCE WITH FEDERAL, STATE, 
AND/OR LOCAL STANDARDS. AFTER THE DEMOLITION IS COMPLETE, CONTRACTOR MUST CLEAN ALL ADJACENT STRUCTURES AND IMPROVEMENTS TO REMOVE ALL DUST 
AND DEBRIS CAUSED BY THE DEMOLITION OPERATIONS. THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL ADJACENT AREAS TO THEIR "PRE-DEMOLITION" 
CONDITION. 


CONTRACTOR IS RESPONSIBLE TO SAFEGUARD THE SITE AS NECESSARY TO PERFORM THE DEMOLITION IN SUCH A MANNER AS TO PREVENT THE ENTRY OF UNAUTHORIZED 
PERSONS AT ANY TIME. 


CONTRACTOR IS RESPONSIBLE FOR SITE JOB SAFETY, WHICH MUST INCLUDE, BUT NOT BE LIMITED TO, THE INSTALLATION AND MAINTENANCE OF BARRIERS, FENCING AND 
OTHER APPROPRIATE SAFETY ITEMS NECESSARY TO PROTECT THE PUBLIC FROM AREAS OF CONSTRUCTION AND CONSTRUCTION ACTIVITY. 


THIS DEMOLITION PLAN IS INTENDED TO IDENTIFY THOSE EXISTING ITEMS/CONDITIONS WHICH ARE TO BE REMOVED. IT IS NOT INTENDED TO PROVIDE DIRECTION AS TO THE 
MEANS, METHODS, SEQUENCING, TECHNIQUES AND PROCEDURES TO BE USED TO ACCOMPLISH THAT WORK. ALL MEANS, METHODS, SEQUENCING, TECHNIQUES AND 
PROCEDURES TO BE USED MUST BE IN STRICT ACCORDANCE WITH ALL STATE, FEDERAL, LOCAL, AND JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR MUST COMPLY 
WITH ALL OSHA AND OTHER SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE. 


DEBRIS MUST NOT BE BURIED ON THE SUBJECT SITE. ALL DEMOLITION WASTES AND DEBRIS (SOLID WASTE) MUST BE DISPOSED OF IN ACCORDANCE WITH ALL MUNICIPAL, 
COUNTY, STATE, AND FEDERAL LAWS AND APPLICABLE CODES. THE CONTRACTOR MUST MAINTAIN RECORDS TO DEMONSTRATE PROPER DISPOSAL ACTIVITIES, TO BE 
PROMPTLY PROVIDED TO THE OWNER UPON REQUEST. 


CONTRACTOR MUST MAINTAIN A RECORD SET OF PLANS UPON WHICH IS INDICATED THE LOCATION OF EXISTING UTILITIES THAT ARE CAPPED, ABANDONED IN PLACE, OR 
RELOCATED DUE TO DEMOLITION ACTIVITIES. THIS RECORD DOCUMENT MUST BE PREPARED IN A NEAT AND WORKMAN-LIKE MANNER, AND TURNED OVER TO THE 
OWNER/DEVELOPER UPON COMPLETION OF THE WORK. 


MUST BE PROVIDED. 


CONTRACTORS MUST EXERCISE APPROPRIATE CARE AND PRECISION IN CONSTRUCTION OF ADA (ACCESSIBLE) ACCESSIBLE COMPONENTS AND ACCESS ROUTES FOR THE 
SITE. THESE COMPONENTS, AS CONSTRUCTED, MUST COMPLY WITH ALL APPLICABLE STATE AND LOCAL ACCESSIBILITY LAWS AND REGULATIONS AND THE CURRENT ADA 
AND/OR STATE ARCHITECTURAL ACCESS BOARD STANDARDS AND REGULATIONS' BARRIER FREE ACCESS AND ANY MODIFICATIONS, REVISIONS OR UPDATES TO SAME. 
FINISHED SURFACES ALONG THE ACCESSIBLE ROUTE OF TRAVEL FROM PARKING SPACE, PUBLIC TRANSPORTATION, PEDESTRIAN ACCESS, INTER-BUILDING ACCESS, TO 
POINTS OF ACCESSIBLE BUILDING ENTRANCE/EXIT, MUST COMPLY WITH THESE ADA AND/OR ARCHITECTURAL ACCESS BOARD CODE REQUIREMENTS. THESE INCLUDE, BUT 
ARE NOT LIMITED TO THE FOLLOWING: 


WATER MAIN PIPING MUST BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS AND SPECIFICATIONS OF THE LOCAL WATER PURVEYOR. IN THE ABSENCE OF SUCH 
REQUIREMENTS, WATER MAIN PIPING MUST BE CEMENT-LINED DUCTILE IRON (DIP) MINIMUM CLASS 52 THICKNESS. ALL PIPE AND APPURTENANCES MUST COMPLY WITH THE APPLICABLE 
AWWA STANDARDS IN EFFECT AT THE TIME OF APPLICATION. 


CONTRACTOR MUST ENSURE THAT ALL UTILITY TRENCHES LOCATED IN EXISTING PAVED ROADWAYS INCLUDING SEWER, WATER AND STORM SYSTEMS, MUST BE REPAIRED IN 
ACCORDANCE WITH REFERENCED MUNICIPAL, COUNTY AND/OR DOT DETAILS AS APPLICABLE. CONTRACTOR MUST COORDINATE INSPECTION AND APPROVAL OF COMPLETED WORK 
WITH THE AGENCY WITH JURISDICTION OVER SAME. 


LOCATION OF PROPOSED UTILITY POLE RELOCATION IS AT THE SOLE DISCRETION OF UTILITY COMPANY. 


CONSULTANT IS NEITHER LIABLE NOR RESPONSIBLE FOR ANY SUBSURFACE CONDITIONS AND FURTHER, SHALL HAVE NO LIABILITY FOR ANY HAZARDOUS MATERIALS, HAZARDOUS 
SUBSTANCES, OR POLLUTANTS ON, ABOUT OR UNDER THE PROPERTY. 


IT IS STRONGLY RECOMMENDED THAT THE CONTRACTOR REVIEW THE INTENDED CONSTRUCTION WITH THE LOCAL BUILDING CODE PRIOR TO COMMENCEMENT OF 
CONSTRUCTION. 


PARKING SPACES AND PARKING AISLES - SLOPE SHALL NOT EXCEED 1:50 (1/4” PER FOOT OR NOMINALLY 2.0%) IN ANY DIRECTION. 
CURB RAMPS - SLOPE MUST NOT EXCEED 1:12 (8.3%) FOR A MAXIMUM OF SIX (6) FEET. 


LANDINGS - MUST BE PROVIDED AT EACH END OF RAMPS, MUST PROVIDE POSITIVE DRAINAGE, AND MUST NOT EXCEED 1:50 (1/4” PER FOOT OR NOMINALLY 2.0%) IN ANY 
DIRECTION. 


PATH OF TRAVEL ALONG ACCESSIBLE ROUTE - MUST PROVIDE A 36-INCH OR GREATER UNOBSTRUCTED WIDTH OF TRAVEL (CAR OVERHANGS AND/OR HANDRAILS CANNOT 
REDUCE THIS MINIMUM WIDTH). THE SLOPE MUST BE NO GREATER THAN 1:20 (5.0%) IN THE DIRECTION OF TRAVEL, AND MUST NOT EXCEED 1:50 (1/4” PER FOOT OR 
NOMINALLY 2.0%) INCROSS SLOPE. WHERE PATH OF TRAVEL WILL BE GREATER THAN 1:20 (5.0%), ADA RAMP MUST BE ADHERED TO. A MAXIMUM SLOPE OF 1:12 (8.3%), FOR 
A MAXIMUM RISE OF 2.5 FEET, MUST BE PROVIDED. THE RAMP MUST HAVE ADA HAND RAILS AND “LEVEL” LANDINGS ON EACH END THAT ARE CROSS SLOPED NO MORE 
THAN 1:50 IN ANY DIRECTION (1/4” PER FOOT OR NOMINALLY 2.0%) FOR POSITIVE DRAINAGE. 


DOORWAYS - MUST HAVE A “LEVEL” LANDING AREA ON THE EXTERIOR SIDE OF THE DOOR THAT IS SLOPED AWAY FROM THE DOOR NO MORE THAN 1:50 (1/4” PER FOOT OR 
NOMINALLY 2.0%) FOR POSITIVE DRAINAGE. THIS LANDING AREA MUST BE NO LESS THAN 60 INCHES (5 FEET) LONG, EXCEPT WHERE OTHERWISE PERMITTED BY ADA 
STANDARDS FOR ALTERNATIVE DOORWAY OPENING CONDITIONS. (SEE ICC/ANSI A117.1-2003 AND OTHER REFERENCED INCORPORATED BY CODE.) 


WHEN THE PROPOSED CONSTRUCTION INVOLVES RECONSTRUCTION, MODIFICATION, REVISION OR EXTENSION OF OR TO ADA COMPONENTS FROM EXISTING DOORWAYS 
OR SURFACES, CONTRACTOR MUST VERIFY EXISTING ELEVATIONS SHOWN ON THE PLAN. NOTE THAT TABLE 405.2 OF THE DEPARTMENT OF JUSTICE'’S ADA STANDARDS 
FOR ACCESSIBLE DESIGN ALLOWS FOR STEEPER RAMP SLOPES, IN RARE CIRCUMSTANCES. THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE DESIGN ENGINEER OF ANY 
DISCREPANCIES AND/OR FIELD CONDITIONS THAT DIFFER IN ANY WAY OR ANY RESPECT FROM WHAT IS SHOWN ON THE PLANS, IN WRITING, BEFORE COMMENCEMENT OF 
WORK. CONSTRUCTED IMPROVEMENTS MUST FALL WITHIN THE MAXIMUM AND MINIMUM LIMITATIONS IMPOSED BY THE BARRIER FREE REGULATIONS AND THE ADA 
REQUIREMENTS. 
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/ : NIF LANDS OF (LOT 8D PER REF #4) 
; HAF. INC. 
a | J BK.25107, PG.50 PROPOSED SITE 
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352 TURNPIKE ROAD 
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MAP 57, BLOCK 2 LOT 15A 
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ROBERT J. ANNESE 
BK.19038, PG.445 


THIS PLAN TO BE UTILIZED FOR SITE 
SOIL AND EROSION CONTROL 
PURPOSES ONLY 


SHEET TITLE: ° 


SOIL EROSION & 


ry, om REFER TO SOIL EROSION CONTROL SEDIMENT 
Local LLY wor Bone NOTES & DETAIL SHEET FOR EROSION |] CONTROL PLAN 
‘a h =" / MAP 57, BLOCK 2 LOT 16 ; NOTES AND DETAILS 
2 STORY ; YUKON REALTY SHEET NUMBER: 
ioe | I) assocures uc C-601 
sicctninie [LOT 6] 20 10 5 0 20 
= a —_ eS ee 


cD 


| S n= 20! 
ro = . REVISION 8 - 05/13/21 


-->LAYOUT: C-602-ENOTE 
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EROSION AND SEDIMENT CONTROL NOTES INSTALLATION: 


1. EXCAVATE A 6"x 6" TRENCH ALONG THE LINE OF EROSION CONTROL OF THE SITE. 

1. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE DONE AS SET FORTH IN THE MOST CURRENT STATE SEDIMENT AND 2. UNROLL SILTATION FENCE AND POSITION THE POSTS AGAINST THE BACK (DOWNSTREAM) WALL OF THE TRENCH (NET SIDE AWAY FROM FLOW DIRECTION). 
EROSION CONTROL MANUAL. 3. DRIVE THE POST INTO THE GROUND UNTIL THE NETTING IS LAYING ACROSS THE TRENCH BOTTOM. 

4. LAY THE TOE-IN FLAP OF THE FABRIC ONTO THE UNDISTURBED BOTTOM OF THE TRENCH, BACKFILL THE TRENCH AND TAMP THE SOIL. TOE-IN CAN ALSO BE 


2. THOSE AREAS UNDERGOING ACTUAL CONSTRUCTION WILL BE LEFT IN AN UNTREATED OR UNVEGETATED CONDITION FOR A MINIMUM ACCOMPLISHED BY LAYING FABRIC FLAP ON UNDISTURBED GROUND AND PILING & TAMP- ING FILL AT THE BASE. 
TIME. AREAS SHALL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING AND TEMPORARILY STABILIZED WITHIN 30 


T™ 


E 
= 
: 
9 85 
DAYS OF INITIAL DISTURBANCE OF THE SOIL. IF THE DISTURBANCE IS WITHIN 100 FEET OF A STREAM OR POND, THE AREA SHALL BE 2 RE-BAR, STEEL PICKETS OR 2"X2" STAKES w eb 
STABILIZED WITHIN 7 DAYS OR PRIOR TO ANY STORM EVENT (THIS WOULD INCLUDE WETLANDS). 1 1/2'TO 2' IN GROUND, DRIVE STAKES Wi <8 
FLUSH WITH BALES ul wi ” Be 
3. SEDIMENT BARRIERS (SILT FENCE, STRAW BARRIERS, ETC.) SHOULD BE INSTALLED PRIOR TO ANY SOIL DISTURBANCE OF THE o U6 Wek 
CONTRIBUTING DRAINAGE AREA ABOVE THEM. MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL AREAS WITH SLOPES > £220 5 55 
GREATER THAN 15% AFTER OCTOBER 1ST THE SAME APPLIES FOR ALL SLOPES GREATER THAN 8%. 4-2" 4-2" POST ANGLE FIRST STAKE TOWARD PREVIOUSLY LAID BALE’ wWwoso g Ow |s° 
- D) "9 Ww — ot 
Oofww iy Sw lus 
4. INSTALL SILTATION BARRIER AT TOE OF SLOPE TO FILTER SILT FROM RUNOFF. SEE SILTATION BARRIER DETAILS FOR PROPER WOOD OR PLASTIC SLAT — AREA OF SITE CONSTRUCTION 27° = oe |52 
INSTALLATION. SILTATION BARRIER WILL REMAIN IN PLACE PER NOTE #5. STAPLED THROUGH FABRIC Fes owa 5 (zs 
TO POST FABRIC 5Seaeae- OL & 2 
5. ALL EROSION CONTROL STRUCTURES WILL BE INSPECTED, REPLACED AND/OR REPAIRED EVERY 7 DAYS AND IMMEDIATELY B Z= < o > > 26 
FOLLOWING ANY SIGNIFICANT RAINFALL OR SNOW MELT OR WHEN NO LONGER SERVICEABLE DUE TO SEDIMENT ACCUMULATION OR N\A AB AREA WITHIN PROTECTION ZONE/TREE DRIP LINE FENCE Ooe= wZe Ly aa 
DECOMPOSITION. SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH STORM EVENT. THEY MUST BE REMOVED WHEN TO FOLLOW TREE DRIP LINE OR 6' FROM TRUNK, Oz < Ito e385 
DEPOSITS REACH APPROXIMATELY ONE HALF THE HEIGHT OF THE BARRIER. SEDIMENT CONTROL DEVICES SHALL REMAIN IN PLACE WHICHEVER IS GREATER at5nol = a. |Ege 
AND BE MAINTAINED BY THE CONTRACTOR UNTIL AREAS UPSLOPE ARE STABILIZED BY TURF. DETAIL OF POST ATTACHMENT : 2-685 D Ee 
(PRE-ASSEMBLED PRIOR TO INSTALLATION) y IN. 4' WOOD & WIRE SNOW FENCE WITH STEEL STAKES 18" 0.C. BOUND BALES PLACED ON CONTOUR : = zZOa s as 
6. NO SLOPES, EITHER PERMANENT OR TEMPORARY, SHALL BE STEEPER THAN TWO TO ONE (2:1). 5 < oe jee 
2 $& 
7. IF FINAL SEEDING OF THE DISTURBED AREAS IS NOT COMPLETED 45 DAYS PRIOR TO THE FIRST KILLING FROST, USE TEMPORARY Eat wae | a a 
ZS 
MULCH (DORMANT SEEDING MAY BE ATTEMPTED AS WELL) TO PROTECT THE SITE AND DELAY SEEDING UNTIL THE NEXT DRAINAGE AREA NO MORE THAN 4/4 AC. PER 100 FEET OF STRAW BALE DIKE FOR SLOPES LESS THAN 25% E 8s 
RECOMMENDED SEEDING PERIOD. SLAT POST WOOD & WIRE SNOW FENCE USED AS TREE 7) 22 
FILTER SILT FENCE GUARD TO PREVENT DAMAGE FROM aS 
8. TEMPORARY SEEDING OF DISTURBED AREAS THAT HAVE NOT BEEN FINAL GRADED SHALL BE COMPLETED 45 DAYS PRIOR TO THE SLAT | cal (3' WIDE) FABRIC CONSTRUCTION EQUIPMENT 4S 
Et tinen oat sietia ce ane mre ones gern weer ag oS v7 (PER RERE TEE DRONE ARES gee TON ze jens SHALL BE PLACED AT THE TOP OF A SLOPE OR ON THE CONTOUR AND IN A ROW WITH e 
9. DURING THE CONSTRUCTION PHASE, INTERCEPTED SEDIMENT WILL BE RETURNED TO THE SITE AND REGRADED ONTO OPEN AREAS. epee ENDS TIGHTLY ABUTTING THE ADJACENT BALES. S 
10. REVEGETATION MEASURES WILL COMMENCE UPON COMPLETION OF CONSTRUCTION EXCEPT AS NOTED ABOVE. ALL DISTURBED BACKFILL YAS a peaeees ae ee peor ean 2. EACH BALE SHALL BE PLACED SO THE BINDINGS ARE HORIZONTAL. 
AREAS NOT OTHERWISE STABILIZED WILL BE GRADED, SMOOTHED, AND PREPARED FOR FINAL SEEDING AS FOLLOWS: \ 
FLOW 4’ WOOD & WIRE SNOW FENCE WITH STEEL STAKES 18'0.C. 3. BALES SHALL BE SECURELY ANCHORED IN PLACE BY EITHER TWO STAKES OR RE-BARS DRIVEN 
10.1. | SIX INCHES OF LOAM WILL BE SPREAD OVER DISTURBED AREAS AND SMOOTHED TO A UNIFORM SURFACE. _ a THROUGH THE BALE. THE FIRST STAKE IN EACH BALE SHALL BE DRIVEN TOWARD THE PREVIOUSLY 
a LAID BALE AT AN ANGLE TO FORCE THE BALES TOGETHER. STAKES SHALL BE DRIVEN FLUSH WITH 
10.2. _ APPLY LIMESTONE AND FERTILIZER ACCORDING TO SOIL TEST. IF SOIL TESTING IS NOT FEASIBLE ON SMALL OR VARIABLE SITES, B 6" MIN. | THE BALE. DATE COMMENT Paula 
OR WHERE TIMING IS CRITICAL, FERTILIZER MAY BE APPLIED AT THE RATE OF 800 LB PER ACRE OR 18.4 LB PER 1,000 SF USING S LAP 
10-20-20 OR EQUIVALENT. APPLY GROUND LIMESTONE (EQUIVALENT TO 50% CALCIUM PLUS MAGNESIUM OXIDE) AT A RATE OF 3 9 I ; 4. INSPECTION SHALL BE FREQUENT AND REPAIR REPLACEMENT SHALL BE PROMPTLY AS NEEDED. 3/10/20 | REVISED BUILDING 2 BPB 
TONS PER ACRE (138 LB PER1,000 SF). L_ BACKFILL & GRADING 
NATIVE SOIL ELEVATION 5, BALES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFULNESS SO AS NOT TO BLOCK 
Y 06/15/20 | SITE PLAN & GRADING 
10.3. _ FOLLOWING SEED BED PREPARATION, DITCHES AND BACK SLOPES WILL BE SEEDED TO A MIXTURE OF 47% CREEPING RED TOE-IN METHODS PERSPECTIVE OF FENCE OR IMPEDE STORM FLOW OR DRAINAGE. 
FESCUE, 5% REDTOP, AND 48% TALL FESCUE. THE LAWN AREAS WILL BE SEEDED TO A PREMIUM TURF MIXTURE OF 44% CONSERVATION 
KENTUCKY BLUE-GRASS, 44% CREEPING RED FESCUE, AND 12% PERENNIAL RYEGRASS: SEEDING RATE IS 1.03 LBS PER 1,000 SF 07/15/20 | GoMMISSION 
LAWN QUALITY SOD MAY BE SUBSTITUTED FOR SEED. sapiio | CONSTRUCTION 
10.4. | STRAW MULCH AT THE RATE OF 70-90 LBS PER 1,000 SF. A HYDRO-APPLICATION OF WOOD OR PAPER FIBER SHALL BE APPLIED RSine 
FOLLOWING SEEDING. A SUITABLE BINDER SUCH AS CURASOL OR RMB PLUS WILL BE USED ON STRAW MULCH FOR WIND 40/05/20 ee 
CONTROL. 
TYP. SILTATION FENCE DETAIL TREE PROTECTION DURIN NSTRUCTION TRAW BALE DETAIL ZBA COMMENT 
11. ALL TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED ONCE THE SITE IS STABILIZED. O CcTIio U G CONS UCTIO s 04/01/21 | RESPONSE 
12. WETLANDS WILL BE PROTECTED W/ STRAW, COMPOST, AND/OR SILT FENCE BARRIERS INSTALLED AT THE EDGE OF THE WETLAND OR 04/13/21 | UPDATED SIGNAGE 
THE CORNER Or MET EAND Dist RBANGE: LOW TO MODERATE FLOW GEOTEXTILE FABRIC SPECIFICATION TABLE 05/13/21 | WATER LINE AND 
13. ALL AREAS WITHIN 100 FEET OF A FLAGGED WETLAND OR STREAM SHALL HAVE AN EXPOSURE WINDOW OF NOT MORE THAN 7 DAYS. INLET GRATE PROPERTIES TEST METHOD UNITS SIBNARE 
GRAB TENSILE STRENGTH ASTM D-4632 300 LBS 
14. ALL AREAS WITHIN 100 FEET OF A FLAGGED WETLAND OR STREAM SHALL FOLLOW APPROPRIATE EROSION CONTROL MEASURES GRAB TENSILE ELONGATION | ASTM D-4632 20% 
PRIOR TO EACH STORM IF NOT BEING ACTIVELY WORKED, PUNCTURE ASTM D-4833 120 LBS 
MULLEN BURST ASTM D-3786 800 PSI 
MULCH LOOPS SIZED FOR 1" TRAPEZOID TEAR ASTM D-4533 120 LBS 
REBAR. LIFT FILTER UV RESISTANCE ASTM D-4355 80 % 
LOCATION MULCH RATE (1000 SF) BAG FROM INLET APPARENT OPENING SIZE ASTM D-4751 40 US SIEVE 
PROTECT AREA STRAW 100 POUNDS USING REBAR FOR FLOW RATE ASTM D-4491 40 GALIMIN/SQ FT 
; ASTM D-4491 0.55 SEC -1 
WINDY AREA SHREDDED OR CHOPPED CORNSTALKS 185-275 POUNDS — abla Know what's below. — 
STRAW (ANCHORED)* 100 POUNDS FINISH SECURE LIFTING LOOPS TO OR MODERATE TO HIGH FLOW GEOTEXTILE FABRIC SPECIFICATION TABLE Call hefore you dig. 
PROPERTIES TEST METHOD UNITS 
en ChnnE UNDER SURROUNDING SURFACE. ALWAYS CALL 811 
MODERATE TO HIGH JUTE MESH OR EXCELSIOR MAT AS REQUIRED GRAB TENSILE STRENGTH ASTM D-4632 265 LBS 
Loy 
VELOCITY AREAS OR GEOTEXTILE BAG le ELONGATION fells ape ae ie It's fast. It's free. It's the law. 
reine 31 1:3 MAXIMUM SLOPE eee ate MULLEN BURST ASTM D-3786 420 PSI 
ERO EE ey TRAPEZOID TEAR ASTM D-4533 45 LBS 
GREATER THAN 3:1 (REFER TO GEOTECHNICAL REPORT FOR FINAL DESIGN REQUIREMENT) Reoreny UV RESISTANCE ASTM D-4355 90 % 
LOOPS SIZED FOR 1" APPARENT OPENING SIZE ASTM D-4751 20 US SIEVE 
* A HYDRO-APPLICATION OF WOOD, OR PAPER FIBER MAY BE APPLIED FOLLOWING SEEDING. A SUITABLE BINDER SUCH AS CURASOL OR REBAR. USE REBAR FOR FLOW RATE ASTM D-4491 200 GAL/MIN/SQ FT PERMIT SET 
RMB A HANDLE TO EMPTY 1 PERMITTIVITY ASTM D-4491 1.5 SEC -1 
BERS ob PE eee Oe Ra MECH Ee SI One. 3 ; 5 FILTER SACK AT A 2"X2"X3/4" RUBBER ————~_| THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY 
= SEDIMENT COLLECTION BLOCK (TYP) REVIEW AND APPROVAL. IT IS NOT INTENDED AS A CONSTRUCTION 
MULCH ANCHORING = (OCR ACH. icici PeSORER . REMOVE TRAPPED SEDIMENT WHEN BRIGHTLY COLORED EXPANSION BOC ULENT Ue: Eos IGMERTCD OTIEEGE, 
ANCHOR MULCH WITH PEG AND TWINE (1 SQ. YD/BLOCK); MULCH NETTING (AS PER MANUFACTURER); WOOD CELLULOSE FIBER (750 1 . TIVEON ROR EASON RESTRAINT CAN NO LONGER BE SEEN. 
LBS/ACRE); CHEMICAL TACK (AS PER MANUFACTURER'S SPECIFICATIONS); USE OF A SERRATED STRAIGHT DISK. WETTING FOR SMALL 3 eC TRRINIE ind ieee pape arene peat ta MEETS PROJECT No:: W191330 
AREAS AND ROAD DITCHES MAY BE PERMITTED. DRAWN BY: AWP 
. PLACE AN OIL ADSORBENT PAD OR PILLOW OVER INLET GRATE WHEN 
CHECKED BY: JMJ 
EROSION CONTROL NOTES DURING WINTER CONSTRUCTION raniaerbet i eerie) DATE: 02/17/2020 
. INSPECT PER REGULATORY REQUIREMENTS. Capos GAgieencds 
yy . THE WIDTH, "W", OF THE FILTER SACK SHALL MATCH THE INSIDE WIDTH sis ONES 
1. WINTER CONSTRUCTION PERIOD: NOVEMBER 1 THROUGH APRIL 15. OF THE GRATED INLET BOX. 
. THE DEPTH, "D", OF THE FILTER SACK SHALL BE BETWEEN 18 INCHES PROJECT: 
2. WINTER EXCAVATION AND EARTHWORK SHALL BE DONE SUCH THAT NO MORE THAN 1 ACRE OF THE SITE IS WITHOUT STABILIZATION AND 36 INCHES 
AT ANY ONE TIME. CONSTRUCT SILT FENCE AND STRAW BALES AROUND PERIMETER OF STOCKPILE . THE LENGTH, "L", OF THE FILTER SACK SHALL MATCH THE INSIDE 
LENGTH OF THE GRATED INLET BOX. PROPOSED SITE 
3. EXPOSED AREA SHOULD BE LIMITED TO THAT WHICH CAN BE MULCHED IN ONE DAY PRIOR TO ANY SNOW EVENT. PLAN DOCUMENTS 
4. CONTINUATION OF EARTHWORK OPERATION ON ADDITIONAL AREAS SHALL NOT BEGIN UNTIL THE EXPOSED SOIL SURFACE ON THE 
AREA BEING WORKED HAS BEEN STABILIZED SUCH THAT NO LARGER AREA OF THE SITE IS WITHOUT EROSION CONTROL 
PROTECTION AS LISTED IN ITEM 2 ABOVE. FOR 
5. _ANAREA SHALL BE CONSIDERED TO HAVE BEEN STABILIZED WHEN EXPOSED SURFACES HAVE BEEN EITHER MULCHED WITH STRAW DO NOT USE IN PAVED AREAS WHERE PONDING 
OR STRAW AT A RATE OF 100 LB. PER 1,000 SQUARE FEET (WITH OR WITHOUT SEEDING) OR DORMANT SEEDED, MULCHED AND MAY CAUSE TRAFFIC HAZARDS. 
ADEQUATELY ANCHORED BY AN APPROVED ANCHORING TECHNIQUE. SECTION VIEW 1165R MASS MA 
ISOMETRIC VIEW TO BE USED IN EXISTING RIGHT OF WAY 
————E PROFILE VIEW OF INSTALLED 
6. BETWEEN THE DATES OF OCTOBER 15 AND APRIL 1ST, LOAM OR SEED WILL NOT BE REQUIRED. DURING PERIODS OF ABOVE FILTER SACK PROPERTY LLC 


FREEZING TEMPERATURES THE SLOPES SHALL BE FINE GRADED AND EITHER PROTECTED WITH MULCH OR TEMPORARILY SEEDED 
AND MULCHED UNTIL SUCH TIME AS THE FINAL TREATMENT CAN BE APPLIED. IF THE DATE IS AFTER NOVEMBER 1ST AND IF THE 
EXPOSED AREA HAS BEEN LOAMED, FINAL GRADED AND IS SMOOTH, THEN THE AREA MAY BE DORMANT SEEDED AT A RATE OF 200 - 
300% HIGHER THAN SPECIFIED FOR PERMANENT SEED AND THEN MULCHED. IF CONSTRUCTION CONTINUES DURING FREEZING TEMPORARY STOCKPILE DETAIL FILTER SACKS (GRA TED INLETS) 
WEATHER, ALL EXPOSED AREAS SHALL BE CONTINUOUSLY GRADED BEFORE FREEZING AND THE SURFACE TEMPORARILY 

PROTECTED FROM EROSION BY THE APPLICATION OF MULCH. SLOPES SHALL NOT BE LEFT UNEXPOSED OVER THE WINTER OR ANY 
OTHER EXTENDED TIME OF WORK SUSPENSION UNLESS TREATED IN THE ABOVE MANNER. UNTIL SUCH TIME AS WEATHER 
CONDITIONS ALLOW DITCHES TO BE FINISHED WITH THE PERMANENT SURFACE TREATMENT, EROSION SHALL BE CONTROLLED BY 


PROPOSED 
RESIDENTIAL DEVELOPMENT 


1165R MASSACHUSETTS AVE. 
MIDDLESEX COUNTY 


"L" = 50' MIN. (SEE CHART 1) PUBLIC R.O.W. 
THE INSTALLATION OF BALES OF STRAW OR STONE CHECK DAMS IN ACCORDANCE WITH THE STANDARD DETAILS. 
2"-3" CLEAN ANGULAR TOWN OF ARLINGTON, MA 
: CRUSHED STONE PITCH TO DRAIN AWAY FROM MAP #57, BLOCK #2, LOT #10B 
7. MULCHING REQUIREMENTS: 
S (6" MIN. THICKNESS) PUBLIC RIGHT-OF-WAY THE FOLLOWING CONSTRUCTION SEQUENCE IS RECOMMENDED: AND P ART OF LOT #15 

7.1. BETWEEN THE DATES OF NOVEMBER 1ST AND APRIL 15TH ALL MULCH SHALL BE ANCHORED BY EITHER PEG LINE, MULCH 

NETTING OR WOOD CELLULOSE FIBER. ¥ Te CX -INSTALLATION OF STABILIZED CONSTRUCTION ENTRANCE/EXIT 
7.2. MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL DRAINAGE WAYS WITH A SLOPE GREATER THAN 3% FOR SLOPE ‘. PROVIDE GEOTEXTILE FILTER THAT ALEA TON OE ERO IOn COM EOLSARSIER RB O a | E FR H 

EXPOSED TO DIRECT WINDS AND FOR ALL OTHER SLOPES GREATER THAN 8%. EXISTING GROUND FABRIC UNDER STONE 


(MIRAFI 140N, OR EQUAL) -INSTALLATION OF INLET PROTECTION IN STREET 


7.3. MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL AREAS WITH SLOPES GREATER THAN 15% AFTER OCTOBER 1ST THE PROFILE VIEW 
SAME APPLIES FOR ALL SLOPES GREATER THAN 8%. 


-DEMOLITION OF EXISTING SITE STRUCTURES EXCEPT FOR RYDER BROOK DITCH AND PIPE UNTIL DITCH IS 
RELOCATED (SEE DEMOLITION PLAN) 


352 TURNPIKE ROAD 
SOUTHBOROUGH, MA 01772 
Phone: (508) 480-9900 
Fax: (508) 480-9080 


www.BohlerEngineering.com 


"L" = 50' MIN. (SEE CHART 1) 


8. AFTER NOVEMBER 1ST THE CONTRACTOR SHALL APPLY DORMANT SEEDING OR MULCH AND ANCHORING ON ALL BARE EARTH AT THE 
END OF EACH WORKING DAY. PROVIDE CORNER ROUNDINGS 


(AS APPLICABLE FOR SITE 
SPECIFIC CONDITIONS) 


-DEMOLITION OF EXISTING SITE PAVEMENT AND AMENITIES (SEE DEMOLITION PLAN) 


9. DURING THE WINTER CONSTRUCTION PERIOD ALL SNOW SHALL BE REMOVED FROM AREAS OF SEEDING AND MULCHING PRIOR TO Bele Dae Pa Eee 


PLACEMENT. 


| SIDEWALK 
{ (OR SHOULDER) -EARTHWORK AND EXCAVATION/FILLING AS NECESSARY 


- 


10. STOCKPILING OF MATERIALS (DIRT, WOOD, CONSTRUCTION MATERIALS, ETC.) MUST REMAIN COVERED AT ALL TIMES TO MINIMIZE 1 “CONSTRUCTION OF UTILITIES 


-CONSTRUCTION OF ALL CURBING AND LANDSCAPE ISLANDS AS INDICATED ON THE PLANS 


ANY DUST PROBLEMS THAT MAY OCCUR WITH ADJACENT PROPERTIES AND TO PROVIDE MAXIMUM PROTECTION AGAINST EROSION | - | 

RUNOFF. | x = TRAVELED -STABILIZE PERMANENT LAWN AREAS AND SLOPES WITH TEMPORARY SEEDING 
i) 
er WAY 

11. EXISTING CATCH BASIN STRUCTURES SHALL BE PROTECTED UNTIL SUCH TIME AS THEY ARE REMOVED. 23 -INSTALLATION OF INLET PROTECTION OF ON-SITE INLETS AS THEY ARE INSTALLED 
CONSTRUCTION i348 
|59 
ACCESS (c= -CONSTRUCTION OF BUILDINGS 

; 


LA 


jaa 


-FINAL GRADING OF ALL SLOPED AREAS 
GRADE TO DRAIN 


PLAN VIEW AWAY FROM ' 
PUBLIC ROADWAY 
CONSTRUCTION 
SEE EROSION CONTROL PLAN FOR FENCE / GATES 


SITE SPECIFIC CONSTRUCTION PERIOD (AS APPLICABLE) 
STORMWATER MANAGEMENT REQUIREMENTS 


-PLACE 6" TOPSOIL ON SLOPES AFTER FINAL GRADING COMPLETED. FERTILIZE, SEED, AND MULCH SEED 
MIXTURE TO BE INSTALLED AS REQUIRED. 


SHEETTITLE: "--. 


EROSION AND 


-PAVE DRIVEWAYS AND PARKING AREAS 


MAINTENANCE NOTES: -LANDSCAPING PER LANDSCAPING PLAN 
1. INSPECT STABILIZED CONSTRUCTION 
ENTRANCE / ANTI-TRACKING PAD AND -REMOVE EROSION CONTROLS AS DISTURBED AREAS BECOME STABILIZED TO 70% STABILIZATION OR 
SEDIMENT DISPOSAL AREA WEEKLY OR GREATER. 
LENGTH OF STONE REQUIRED AFTER EVERY MAJOR RAIN STORM EVENT. 


PERCENT SLOPE OF ROADWAY . WASH WATER (IF USED) SHALL BE 
COARSE GRAINED SOILS FINE GRAINED SOILS DIRECTED TOWARD A SEDIMENT TRAP, 


0TO 2% 50 FT 100 FT SUFFICIENTLY SIZED FOR SPECIFIC SITE 


2% TO 5% 100 FT 200FT CONDITIONS. 
. _ EXCESSIVELY MUD-CLOGGED STONE 
>5% ENTIRE ENTRANCE STABILIZED WITH FABC BASE COURSE (1) SHALL BE REMOVED AND REPLACED, AS 


(1) AS PRESCRIBED BY LOCAL ORDINANCE OR OTHER GOVERNING AUTHORITY. NEEDED. 


SEDIMENT 
CONTROL NOTES 
AND DETAILS 


~ C-602 


STABILIZED CONSTRUCTION EXIT as CONSTRUCTION SEQUENCE a 


CHART 1 


N.T.S. 


-->LAYOUT: C-701-LGHT 
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LIGHTING NOTES 


0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1. THIS LIGHTING PLAN DEPICTS PROPOSED SUSTAINED ILLUMINATION LEVELS CALCULATED USING DATA 

| PROVIDED BY THE NOTED MANUFACTURER(S). ACTUAL SUSTAINED SITE ILLUMINATION LEVELS AND 

fo 4. | PERFORMANCE OF LUMINAIRES MAY VARY DUE TO VARIATIONS IN WEATHER, ELECTRICAL VOLTAGE, 

, r —— —<$—$—$———— tte : Sa aa TOLERANCE IN LAMPS, THE SERVICE LIFE OF EQUIPMENT AND LUMINAIRES AND OTHER RELATED 
0.0 0.0 


+ + + + + + + + + + += “+ a ¥ f ¥ + + + 1 + + + + 
0.0 0.0 0.0 0.0 0.0 0.0 : 0.0 0.0 0.0 0.0 0.0 0:0. 0.0 0.0 0.0 (e} (0) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 ; 0.0 0.0 0.0 0.0 VARIABLE FIELD CONDITIONS. 
| | 
{ 2. THE LIGHT LOSS FACTORS USED IN THESE LIGHTING CALCULATIONS ARE 0.90 FOR ALL LED LUMINAIRES, 
0.80 FOR ALL HIGH PRESSURE SODIUM LUMINAIRES OR 0.72 FOR ALL METAL HALIDE LUMINAIRES UNLESS 
OTHERWISE SPECIFIED. THESE FACTORS ARE INDICATIVE OF TYPICAL LIGHTING INDUSTRY MODELING 
STANDARDS. 


a 


3. THE LIGHTING VALUES AND CALCULATION POINTS DEPICTED ON THIS PLAN ARE ALL ANALYZED ON A 
HORIZONTAL GEOMETRIC PLANE AT ELEVATION ZERO (GROUND LEVEL) UNLESS OTHERWISE NOTED. 
THE VALUES DEPICTED ON THIS PLAN ARE IN FOOTCANDLES. 


© BOHLER 


LAND SURVEYING 
PROGRAM MANAGEMENT 
LANDSCAPE ARCHITECTURE 
PERMITTING SERVICES 
TRANSPORTATION SERVICES 
THE INFORMATION, DESIGN AND CONTENT OF THIS PLAN ARE PROPRIETARY AND SHALL NOT BE COPIED OR USED FOR ANY PURPOSE WITHOUT PRIOR WRITTEN 


SUSTAINABLE DESIGN 


4. THE LUMINAIRES, LAMPS AND LENSES MUST BE REGULARLY INSPECTED/MAINTAINED TO ENSURE THAT 
THEY FUNCTION PROPERLY. THIS WORK SHOULD INCLUDE, BUT NOT BE LIMITED TO, FREQUENT VISUAL 
INSPECTIONS, CLEANING OF LENSES, AND RELAMPING (IF NECESSARY) AT LEAST ONCE EVERY SIX (6) 
MONTHS. FAILURE TO FOLLOW THE ABOVE STEPS COULD CAUSE THE LUMINAIRES, LAMPS AND LENSES 
TO FAIL PROPERLY TO FUNCTION. 


SITE CIVIL AND CONSULTING ENGINEERING 


BUILDING #4 


5. WHERE APPLICABLE, THE EXISTING CONDITION LIGHT LEVELS ILLUSTRATED ARE REPRESENTATIVE OF 
AN APPROXIMATION UTILIZING LABORATORY DATA FOR SIMILAR FIXTURES, UNLESS ACTUAL FIELD 
MEASUREMENTS ARE TAKEN WITH A LIGHT METER AND ARE, CONSEQUENTLY, APPROXIMATIONS ONLY. 
DUE TO FACTORS SUCH AS FIXTURE MAINTENANCE, EQUIPMENT TOLERANCES, WEATHER CONDITIONS, 
ETC, ACTUAL LIGHT LEVELS MAY DIFFER. EXISTING LIGHT LEVELS DEPICTED ON THIS PLAN SHOULD BE 


AUTHORIZATION FROM BOHLER. ONLY APPROVED, SIGNED AND SEALED PLANS SHALL BE UTILIZED FOR CONSTRUCTION PURPOSES 


CONSIDERED APPROXIMATE. 
6. THIS LIGHTING PLAN IS INTENDED TO SHOW THE LOCATIONS AND TYPE OF LUMINAIRES, ONLY. POWER 
SYSTEM, CONDUITS, WIRING, VOLTAGES AND OTHER ELECTRICAL COMPONENTS ARE THE 
a RESPONSIBILITY OF THE ARCHITECT, MEP AND/OR LIGHTING CONTRACTOR, AS INDICATED IN THE 
CONSTRUCTION CONTRACT DOCUMENTS. THESE ITEMS MUST BE INSTALLED AS REQUIRED BY STATE BATE ae DRAWN BY 
AND LOCAL REGULATIONS. LIGHT POLE BASES ARE THE RESPONSIBILITY OF THE STRUCTURAL (CHECKED BY 
ENGINEER, AS INDICATED IN THE CONSTRUCTION CONTRACT DOCUMENTS. CONTRACTOR IS REVISED BUILDING2 | BPB 
I RESPONSIBLE FOR INSTALLING LIGHTING FIXTURES AND APPURTENANCES IN ACCORDANCE WITH ALL 3/10/20 | 9 GRADING 
S se5 = | . Ss \-% x APPLICABLE BUILDING AND ELECTRICAL CODES AND ALL OTHER APPLICABLE RULES, REGULATIONS, 
® @° e\s Pd LAWS AND STATUTES. 06/15/20 | SITE PLAN & GRADING 
= . + + @ + Tt Ie 
°% .e° p. “ee 2° a 7. CONTRACTOR MUST BRING TO DESIGNER'S ATTENTION, PRIOR TO THE COMMENCEMENT OF 07/15/20 | CONSERVATION 
RS ee @ _e,¢ ° ie CONSTRUCTION, ANY LIGHT LOCATIONS THAT CONFLICT WITH DRAINAGE, UTILITIES, OR OTHER ST SETON 
oy | ore “ js ® STRUCTURES. 
abs "05 a8 Catatae ef Og 06/21/20 | PHASING 
| Lies eH ies e° s 8. ITIS THE LIGHTING CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH THE PROJECT ARCHITECT OR 705/20 | ZBA SUBMITTAL 
; a @ + ¢ &¢ ¢ ly OWNER REGARDING THE POWER SOURCE(S) FROM WITHIN THE BUILDING, AND TIMING DEVICES 10/05/20 | PROGRESS SET 
Ss | NECESSARY TO MEET THE DESIGN INTENT. Sak CORINIEKTT 
GU0121. | peceonce 
E 9. THE LIGHTING CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE CONTRACTOR REQUIREMENTS 
| fsa INDICATED IN THE SITE PLAN, INCLUDING BUT NOT LIMITED TO, GENERAL NOTES, GRADING AND UTILITY 04/13/21 | UPDATED SIGNAGE 
RS NOTES, SITE SAFETY, AND ALL GOVERNMENTAL RULES, LAWS, ORDINANCES, REGULATIONS AND THE 
MASONRY BUILDING FRE 95/13/01, WATER LINE AND 
SIGNAGE 
10. THE CONTRACTOR MUST VERIFY THAT INSTALLATION OF LIGHTING FIXTURES COMPLIES WITH THE 
| REQUIREMENTS FOR SEPARATION FROM OVERHEAD ELECTRICAL WIRES PER STATE REGULATIONS. 
Lov 4 BUILDING #1 
3 41. UPON OWNER'S ACCEPTANCE OF THE COMPLETED PROJECT, THE OWNER SHALL BE RESPONSIBLE FOR 
me , , , ALL MAINTENANCE, SERVICING, REPAIR AND INSPECTION OF THE LIGHTING SYSTEM AND ALL OF ITS 
0.0 0.2 3h BUILDING #3 COMPONENTS AND RELATED SYSTEMS, TO ENSURE ADEQUATE LIGHTING LEVELS ARE PRESENT AND 
jj a B FUNCTIONING AT ALL TIMES. 
GV 
ved 
a4 


Know what's below. 
Call before you dig. 


ALWAYS CALL 811 


It's fast. It's free. It's the law. 


ERRREED ny“ | 
W 
'S) 


NUMERIC SUMMARY 


L | 
i) 


| 


LABEL CALCTYPE UNITS AVG MAX MIN AVG/MIN PERMIT SET 


AREA SUMMARY | ILLUMINANCE FC 1.14 0.0 0.00 


THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY 
REVIEW AND APPROVAL. IT IS NOT INTENDED AS A CONSTRUCTION 


L UMINA IRE SCHED ULE DOCUMENT UNLESS INDICATED OTHERWISE. 
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UH 


SYMBOL ARRANGEMENT] LUMENS | LLF DESCRIPTION 


STERNBERG LIGHTING LED AREA LIGHT MOUNTED @ 20’; 
1750LEDH-1L30T3-MDL08-CA-SV2C 


LIGMAN LIGHTING MATRIX SURFACE 4 LED WALL LIGHT 
MOUNTED @ 12'; UMT-31426-M-W30 


DURALED STARGAZER LIGHT MOUNTED @ 8’; 
DL-SG-MD-22-1-D-SP 


EDGE OF WETLAND 
03 03 03 


Hl 
RS a» 


CDA SINGLE 5067 ‘| 0.90 


ii 


if 


Sof POO Spel = 
O54 XI B WALL MOUNT 1128 |0.9 


@c STRING 15 0.90 PROJECT: 


PROPOSED SITE 
PLAN DOCUMENTS 


LIGHT FIXTURE 
(SEE LUMINAIRE 
SCHEDULE THIS PLAN) 


FOR 


2 STORY BRICK 
BUILDING 
: = - - - 2 ¢&@ BFPA=5,8352 SF 


1165R MASS MA 
PROPERTY LLC 


SEIN: MOUNTING Al 
WOOD STEPS SY SSE 
W/LANDING PROPOSED 


RESIDENTIAL DEVELOPMENT 


1165R MASSACHUSETTS AVE. 
MIDDLESEX COUNTY 
TOWN OF ARLINGTON, MA 
MAP #57, BLOCK #2, LOT #10B 


BLDG 
HT=26.6't 


FOR LUMINAIRE MOUNTING HEIGHTS 
SEE LUMINAIRE LOCATION SUMMARY (THIS SHEET) 


cD 


BUILDING #2 AND PART OF LOT #15 
ae 
1 STORY oP Peed ae B O lad E. R M 
MASONRY BUILDING ae L 
NX | RRA. RRR 352 TURNPIKE ROAD 
a SOUTHBOROUGH, MA 01772 
= egRg iene ties Phone: (508) 480-9900 
& i OTHERS-SEE NOTE Fae (poe) see08e 
Z BELOW) www.BohlerEngineering.com 
) 
l a 
a. ee _ OTS NOTE: THIS DETAIL IS FOR BID AND BUDGETARY PURPOSES ONLY. CONTRACTOR SHALL BE 
_—_— a ee. RESPONSIBLE FOR HAVING A FOUNDATION DESIGN PREPARED BY A QUALIFIED 
ee STRUCTURAL ENGINEER CONSIDERING LIGHTING MANUFACTURER REQUIREMENTS, LOCAL 
| WIND LOADS AND SITE SPECIFIC SOIL PARAMETERS. 
| 
° SOME SITE CONDITIONS AND/OR LOCATIONS MAY REQUIRE VIBRATION DAMPENING 
MEASURES AS DETERMINED BY A STRUCTURAL ENGINEER. 
) THE STRUCTURAL ENGINEER SHALL BE NOTIFIED OF THE INTENT TO MOUNT ANYTHING 
TO THE POLE, ASIDE FROM THE LIGHT FIXTURES, INCLUDING BUT NOT LIMITED TO 
CAMERAS, BANNERS, FLAGS, SIGNAGE, ETC. AS IT WILL IMPACT THE POLE AND SHEETTITLE: — 
Pir FOUNDATION DESIGN. 
1 STORY THIS PLAN TO BE UTILIZED FOR PLAN 
Y MASONRY BUILDING 
| | ainsi LIGHTING PURPOSES ONLY 
bow $= 4 
| SHEET NUMBER: 
S 
2 STORY 
FRAME BUILDING qq = 
\ 20 10 5 0 20 
MATCHLINE __J | Se es 
} AS =e REVISION 8 - 05/13/21 
\. 
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1/8" RADIUS (TYP.) 
SEALER 
PREFORMED JOINT FILLER 1/8" 


1/8" RADIUS (TYP. 
6"x6"xW2.9x2.9 WWF — me (MIN.) 1' TO 
| BACK OF CURB 
— 4,000 PSI AIR |. _———_——+ 


ENTRAINED CONC. PA — ee a = | 
(BROOM FINISH) ae a meee am a a 


CURB TRANSITION 2" FACE 
FULL HEIGHT OF CURB TO FULL HEIGHT OF CURB 


i 


1" RADIUS 


— 8" X 8" X 5' -6" LONG 
WOOD POST @ 8'- 0" OC 


J 4 By | 


: PAVEMENT SURFACE 
4 ra 


PRECAST CONCRETE 


SEE =| = COMPACTED — —| | FE =e —]| FE 6"X 18" 
ou Ua ewe ee eR URE Pears 


VARIES (SEE SITE PLAN) 


§" @ X 12" LONG CARRIAGE BOLTS 
(TYP) 124 BOLTS REQUIRED OER 


© BOHLER 


EXPANSION JOINT 7 ee = CONTROL JOINT BITUMINOUS CONCRETE PAVEMENT 


LAND SURVEYING 
PROGRAM MANAGEMENT 
LANDSCAPE ARCHITECTURE 


PERMITTING SERVICES 
TRANSPORTATION SERVICES 
THE INFORMATION, DESIGN AND CONTENT OF THIS PLAN ARE PROPRIETARY AND SHALL NOT BE COPIED OR USED FOR ANY PURPOSE WITHOUT PRIOR WRITTEN 


SUSTAINABLE DESIGN 


, oy & 5! 4" X 12" X 8'- 0" LONG WOOD GUARD RAIL 


4,000 PSI AIR ENTRAINED CONC. (BROOM FINISH) 


CURB 
6"x6"xW2.9x2.9 WWF 
‘| FINISHED GRADES 


TRANSITION CURB DETAIL 


FINISH GRADE 


SITE CIVIL AND CONSULTING ENGINEERING 


AUTHORIZATION FROM BOHLER. ONLY APPROVED, SIGNED AND SEALED PLANS SHALL BE UTILIZED FOR CONSTRUCTION PURPOSES 


4 STEEL PIPE FILLED W/ — OF 
CONC. PAINTED TRAFFIC Pe 
YELLOW AND EMBEDDED — CONCRETE TO BE 

IN CONC. BASE RAISED FOR PROPER 


BITUMINOUS JOINT WATERIR ENCORE 
AROUND PIPE 


Tee 


FN " 6" MIN CRUSHED BANK 
|| FEE} | Ea ng ape GRAVEL UNDER CURBING 


COMPACTED GRAVEL BASE =| | |-AS 


COMPACTED SUBGRADE W NOTE: INSTALL WITHIN ALL PUBLIC WAYS, CORNERS, AND RADIUS SECTIONS 


lL COMPACTED SUBGRADE 


OR REQUIRED 
DEPTH BY CODE 


NOTE: 
BOLLARDS REQD AT BLDG. CORNERS. FIRE HYDRANTS, 
WATER METER, GAS METER, SPRINKLER RISER, SHOWN —- TP OF SLABOR ASPHALT 
TRANSFORMER & ALL UTILITIES AT LOCATIONS SHOWN 


ON THESE DRAWINGS INTERIOR & EXTERIOR. prtuacnewneass | LSD 
SAND OR STYROFOAM Yi | |- _— 3000 PSI CONCRETE 


LAYER BETWEEN TOP 
OF FOOTING & 
BOTTOM OF SLAB 


DRAWN BY 


END SECTION DATE COMMENT 


REVISED BUILDING 2 
& GRADING 


3/10/20 


NOTES: TO BE USED FOR BUILDING SURROUND AND OTHER CONCRETE 
WALKS. USE CHAIRS TO SUPPORT REINFORCING STEEL DURING POUR. 


VARIES SEE PLAN 
1. SEE SITE PLAN FOR WIDTH AND GRADES NOTE: ALL CARRIAGE BOLTS, NUTS & WASHERS TO BE GALVANIZED 


2. PROVIDE MINIMUM 1/8"/FT. CROSS-SLOPE & ALL WOOD POSTS & RAILS TO BE PRESSURE TREATED. 
3. PROVIDE CONTROL JOINTS 5'-0" 0.C. MIN. 
4. PROVIDE EXPANSION JOINTS 20'-0" O.C. MIN. 


06/15/20 | SITE PLAN & GRADING 


CONSERVATION 
COMMISSION 
CONSTRUCTION 
PHASING 

ZBA SUBMITTAL 
PROGRESS SET 
ZBA COMMENT 
RESPONSE 


07/15/20 


08/21/20 


10/05/20 


BOLLARD DETAIL 


04/01/21 


TYPICAL CONCRETE SIDEWALK DETAIL VERTICAL GRANITE CURB 7 WOOD GUIDERAIL DETAIL 


04/13/21 | UPDATED SIGNAGE 


WATER LINE AND 


05/13/21 SIGNAGE 


|-—6" (TYPICAL) 


LI 


1'-0" 

So 1/4" x 1/2" LG. PIN HD. 

Sy BOLTS WITH NUTS & LOCK 
WASHERS 

RESERVED 


PARK |NG__|| —— GREEN LETTERS 

7] "ACCESSIBLE PARKING ONLY" SIGN — 4" WIDTH WHITE STRIPING (TYP) — 
pe ene IN SIGN BOLLARD (IN ACCORDANCE 
| __-——. AZURE BLUE WITH ADA GUIDE LINES) 


Know what's below. 
Call before you dig. 


ALWAYS CALL 811 


It's fast. It's free. It's the law. 


BIT. CON. TOP COURSE @ 


BIT. CONC. BINDER course 
ee Qa 
Me oe COURSE \ X 


SUB- BASE COURSE 


-~ 6" TRANSITION CURB 
! 


LOCATE AT EDGE OF PARKING SPACE 
UNLESS ACCOMPANIED BY "VAN" LETTERING 


i 


NOTE: ALL PAVEMENT 
STRIPING AND MARKINGS 
— WHITE BAKCGROUND a" WIDE AZURE BLUE SNL GONSIGT OL 


| stack terrers oe ian SHrana rao ACCESSIBLE PARKING SYMBOL 


SURFACE WHEN THE 


PERMIT SET 


5' MIN / 18' MAX 


THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY 
REVIEW AND APPROVAL. IT IS NOT INTENDED AS A CONSTRUCTION 
DOCUMENT UNLESS INDICATED OTHERWISE. 


: TEMPERATURE IS GREATER 
PAINTED (4" AZURE BLUE) J! THAN 40°F. PAINT SHALL 
ACCESSIBLE SYMBOL (54"W X 60"H) BE APPLIED AT A MINIMUM er 


OF 0.015" (15 MIL) FILM DISABLED STALL 
THICKNESS ic a4" 


ay BIT. CON. TOP COURSE (LIGHT DUTY=1") (MA DPW M3.11.03) 
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BIT. CONC. BINDER COURSE (LIGHT DUTY=2")(MA DPW M3.11.03) 
DENSE GRADED CRUSHED STONE BASE COURSE (HEAVY DUTY=6") 
(LIGHT DUTY=4") (MA DPW M2.01.7) 


GRAVEL BORROW SUB-BASE COURSE (HEAVY DUTY AND 
LIGHT DUTY=8") (MA DPW M1.03.1) 


5-4 


in 


1. 12"x18", 5' TO BOTTOM OF SYMBOL PROJECT: 


NOTE: 

1. PAVEMENT BASE AND SUBBASE COURSES TO CONFORM TO STATE 
DEPARTMENT OF TRANSPORTATION 

2. GC TO REFER TO GEOTECHNICAL REPORT FOR PAVEMENT SPECIFICATIONS. 


ct Se VAN, ls a 2. LOCATED SO THAT IT CANNOT BE OBSCURED BY A CAR 
(OR AS REQUIRED BY CODE) PARKED IN THE SPACE (2' BEHIND CURB OR 2' BEHIND 
; : WALK, AS APPLICABLE) 


PROPOSED SITE 
PLAN DOCUMENTS 


3. CONFORM TO LOCAL CODES 
FOR 


1165R MASS MA 
PROPERTY LLC 


NOTE: U 
WHEELCHAIR SYMBOL PAINT SHALL CONFORM TO THE STRIPING 
PAINT SPECIFIED AND SYMBOL SHALL BE CENTERED IN THE STALL 


ACCESSIBLE STALL MARKINGS & PARKING ACCESSIBLE PARKING SPACE PAINTING 
LOT STRIPING DETAIL TS, DETAIL 


PROPOSED 
RESIDENTIAL DEVELOPMENT 


ACCESSIBLE SIGN DETAIL PAVEMENT SECTION DETAIL 


1165R MASSACHUSETTS AVE. 
MIDDLESEX COUNTY 


TOWN OF ARLINGTON, MA 
— R1-1 SIGN MAP #57, BLOCK #2, LOT #10B 
AND PART OF LOT #15 
LIMIT OF CONC ENCASEMENT — 
PAVED SURFACE Co GRADE 
ROR ROBE? [ ORE WITH 5 2" VALVE OPENING +) — HEXAGONAL OPERATING NUT BERANE RB O a L [E FR H 
. AND BREAKAWAY | - - 
CASAS - KK, 7D07z>—~[q“K eneeinasteeeNeee — CONNECTIONS AS REQUIRED BY 
| * AS DIRECTED BY TOWN DPW ji tort FIRE DEPARINENT 7 us Sas win 
OR WATER DEPARTMENT 4" STEAMER NOZZLE ie eee 352 TURNPIKE ROAD 
— WHITE SOUTHBOROUGH, MA 01772 
NEW HYDRANT OR RE - USE LETTERS WASHERS ; 
UTILITY COVER TO BE MARKED "WATER" WITH EXISTING HYDRANT AS ee Phone: (508) 480-9900 
ARROW TO SHOW DIRECTION TO OPEN DENOTED ON PLAN (TYP) ; Fax: (508) 480-9080 
— WHITE LETTERS www.BohlerEngineering.com 
CONC ENCASEMENT NOT REQUIRED TWO PIECE SLIDING TYPE VALVE BOX = en eahine : 1/4" x 1/2" LG. PIN HD. -. 
IF CLEAR DISTANCE BETWEEN PIPES "MUELLER" CATALOG NO. H - 10364 | BOLTS WITH NUTS & — WHITE BAR 
jo GREATER IHeN VN LIGHTLY COMPACTED LORE WASHERS 
\y¥ \S oly Dy my GRANULAR MATERILA —RED CIRCLE 
xX - ~ INVERT PIPE 43" RESTRAINING RODS COATED WITH ; o> 
A | KOPPERS SUPERSERVICE BLACK te sRACANRE OR 
SS : : Se asis /NZ : POLYETHYLENE SHEETING — WHITE 
SG “] x OVER 1 2" CRUSHED STONE BACKGROUND 
SUPPORT PIPE ON CONCRETE BLOCK —S Yi : 8" WATER MAIN RET GLANDS gee 
WHEN PLACING ENCASEMENT * 2 
SS . . 2g 
' , 
SAS y |___ HYDRANT DRAIN HOLES . 
TPERDRE ; ; 
KEK CONCRETE TO BE PLACED AGAINST a? , | |) : TO BE LEFT OPEN 3 e 
UNDISTURBED EARTH OR SHEETING IF \ NK YY / Kt > 3 . 
THE SHEETING IS TO REMAIN IN PLACE ; : A XY WT AN Oo a 
TRENCH BOTTOM , oR »S tA Ww LR ae Oe. JL # Cie KX X/VX_ © CONCRETE THRUST BLOCK w = SHEETTITLE: ° 
YY AS RET. GLANDS — a ° 
CRUSHED STONE OR < 6 
FLAT ROCK OR CONCRETE COURSE GRAVEL z 5 
~~ 
@) 
0 DETAIL 
ie) 
NOTES: CEMENT LINED DUCTILE IRON PIPE SH E E T 
1. PIPE MUST BE BRACED VERTICALLY & HORIZONTALLY TO PREVENT FLOATATION DURING PLACEMENT OF CONCRETE 6" CAST IRON GATE VALVE —! 
2. ALL CONCRETE ENCASEMENT SHALL BE KEPT 12" BELOW THE BOTTOM OF ASPHALT PAVEMENT WITH MECHANICAL JOINT ENDS 
SHEET NUMBER: 
C-901 


WATER/SEWER CROSSING DETAIL HYDRANT & VALVE INSTALLATION DETAIL - *STOP” BAR DETAIL 


N.T.S. 


cD 


”»DO NOT ENTER?” SIGN DETAIL 


-->LAYOUT: C-902-DETL 
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RECOMMENDED MIN. TRENCH WIDTH 24" DIA. HEAVY DUTY FRAME & COVER C1l., 


LeBARON LA-248-1 OR APPROVED EQUAL, RIM 
FINAL BEER. | Mi iRNea ere / ELEV. (SEE PLAN) (LABEL "DRAIN’) 24" SQ. HEAVY DUTY FRAME & CONCRETE CURBING OR BIT 
FINISH GRADE \ 


BACKFILL 23" pete SP AGED 2 ON CENTER GRATE (SEE GRADING AND UTILITY CONCRETE CURBING SEE PLAN 
SHEET FOR RIM ELEVATIONS) FOR LOCATION AND TYPE 


SECURITY GUARD (TYP) 


26" 


28" = 
MORTAR ALL AROUND bs FINISH GRADE 


MIN. COVER 
TO FLEXIBLE 
PAVEMENT, H 


30" ANCHOR 3 RE-BARS 6" 


| fl ne 
34" BOLTS O.C. TWO COURSES OF BRICK MASONARY | 2-0" a Ny 
INITIAL BACKFILL CHANNEL LINE MINIMUM, FOUR MAXIMUM BED FRAM AND ae 8" AT TOP i. | “4— MORTAR 3 SIDES 
39" = BRICK WORK IN 3/8" MIN. FULL MORTAR al 


| 


PROP. WATER or SOIL TIGHT 4 SPACED 2' ON CENTER SPACED 2' BED. 
HDPE PIPE DIA. PER PLAN 48" a a ON CENTER 


2 2 


56" PRECAST REINFORCED 6" THICK —————_+} 


0.2' AT TOP 


PRECAST REINFORCED 6" THICK 
CONCRETE CONE OR 8" THIS FLAT LID 
(WHERE BURAL IS SHALLOW). NON-SHRINK 
MORTAR @ PIPE OPENINGS ALL AROUND 


NON-SHRINK MORTAR @ PIPE — a COMPRESSIBLE FILLER 
OPENINGS ALL AROUND (BUTYL RUBBER) ALL JOINTS 


HAUNCH 


CONCRETE CONE OR FLAT 8" THICK LID 
(WHERE BURIAL IS SHALLOW). 


BEDDING 
64" \ 
MIN. TRENCH WIDTH 2 - #7 SPACED 2' 
SUITABLE FOUNDATION 
. (SEE TABLE) | 80" ON CENTER FRONT 


96" ALUMINUM OR PLASTIC COATED ———_ 
WROUGHT IRON STEPS @ 16" 0.C. 


© BOHLER 


LAND SURVEYING 
PROGRAM MANAGEMENT 
LANDSCAPE ARCHITECTURE 
PERMITTING SERVICES 
TRANSPORTATION SERVICES 
THE INFORMATION, DESIGN AND CONTENT OF THIS PLAN ARE PROPRIETARY AND SHALL NOT BE COPIED OR USED FOR ANY PURPOSE WITHOUT PRIOR WRITTEN 


SUSTAINABLE DESIGN 


4" FOR 12'-24" PIPE 


NOTES: 


5",7",0R A P 
voy GAS TRAI 
4'.0", 6'-0" OR 9-3/4"(VA\ RIES 


8'-0" (SEE PLAN) PER |.D.) 1__SEEPLAN 
| OR INV. 


1. ALL PIPE SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH ASTM D2321 , "STANDARD PRACTICE FOR 
UNDERGROUND INSTALLATION OF THERMOPLASTIC PIPE FOR SEWERS AND OTHER GRAVITY FLOW APPLICATIONS", 
LATEST ADDITION. 


SITE CIVIL AND CONSULTING ENGINEERING 


BUTYL RUBBER SEALANT (TYP.) 


2 
y 


AUTHORIZATION FROM BOHLER. ONLY APPROVED, SIGNED AND SEALED PLANS SHALL BE UTILIZED FOR CONSTRUCTION PURPOSES 


2. MEASURES SHOULD BE TAKEN TO PREVENT MIGRATION OF NATIVE FINES INTO BACKFILL MATERIAL, WHEN F #5 SPACED 2' ON CENTER — a — 2500 PSI CONC. INVERT 
REQUIRED. 2-10" PRECAST REINFORCED fA TO BE POURED WHEN 
CONCRETE RISER SECT.'S AS MANHOLE IS COMPLETED 
3. FOUNDATION: WHERE THE TRENCH BOTTOM IS UNSTABLE, THE CONTRACTOR SHALL EXCAVATE TO A DEPTH - REQUIRED © FLOW —= ; 
REQUIRED BY THE ENGINEER AND REPLACE WITH SUITABLE MATERIAL AS SPECIFIED BY THE ENGINEER. AS AN aS 
ALTERNATIVE AND AT THE DISCRETION OF THE DESIGN ENGINEER, THE TRENCH BOTTOM MAY BE STABILIZED USING A By ROMP ROTEDIEREL. << 
GEOTEXTILE MATERIAL. : : NON-SHRINK MORTAR @ PIPE ———__ === 
: : BEEUINC HICAROOND TiO 


OUTFLOW PIPE (18" @ MAX) 


COMBINATION OF 1, 
2,3, OR 4' SECTIONS 


cas 


4. BEDDING: SUITABLE MATERIAL SHALL BE CLASS I, II OR III. THE CONTRACTOR SHALL PROVIDE DOCUMENTATION FOR 
MATERIAL SPECIFICATION TO ENGINEER. UNLESS OTHERWISE NOTED BY THE ENGINEER, MINIMUM BEDDING ; - ae COMPACTED SUBGRADE — 
THICKNESS SHALL BE 4" (100mm) FOR 4"-24" (100mm-600mm); 6" (150mm) FOR 30"-60" (7S0mm-900mm). 12" COMPACTED GRAVEL 

COMPACTED SUBGRADE —————=_1 1 TTT TTT 1 
5. INITIAL BACKFILL: SUITABLE MATERIAL SHALL BE CLASS |, II OR III IN THE PIPE ZONE EXTENDING NOT LESS THAN 6" 5 a NOTES: 
ABOVE CROWN OF PIPE. THE CONTRACTOR SHALL PROVIDE DOCUMENTATION FOR MATERIAL SPECIFICATION TO : 1. ALL STRUCTURES SHALL BE SUITABLE FOR H-20 LOADING AND SHALL 
ENGINEER. MATERIAL SHALL BE INSTALLED AS REQUIRED IN ASTM D2321, LATEST EDITION. MEET THE REQUIREMENTS OF ASTM C478. 


jane ne RUREaS aa ee 2. USE PRECAST FLAT SLAB TOP FOR SHALLOW INVERT APPLICATIONS 


6. MINIMUM COVER: MINIMUM COVER, H, IN NON-TRAFFIC APPLICATIONS (GRASS OR LANDSCAPE AREAS) IS 12" FROM NOTE: ALL CONCRETE TO BE CLASS "B" CONCRETE AIR ENTRAINED 3500 psi MIN. ALL REINFORCED SUITABLE FOR H-20 LOADING AND SHALL 


THE TOP OF PIPE TO GROUND SURFACE. ADDITIONAL COVER MAY BE REQUIRED TO PREVENT FLOATION. FOR TRAFFIC SHALL HAVE 2 INCHES OF COVER TO FACE OF WALL. AS DIRECTED BY THE TOWN ENGINEER MEET THE REQUIREMENTS OF ASTM C478. 
APPLICATIONS, MINIMUM COVER, H, IS 12" UP TO 48" DIAMETER PIPE AND 24" OF COVER FOR 54"-60" DIAMETER PIPE, 


MEASURED FROM TOP OF PIPE TO BOTTOM OF FLEXIBLE PAVEMENT OR TO TOP OF RIGID PAVEMENT. 


HDPE STORM DRAINAGE TRENCH 7 HEADWALL DETAIL 


DRAWN BY 
CHECKED BY 
REVISED BUILDING 2 BPB 

& GRADING 


DATE COMMENT 


3/10/20 


06/15/20 | SITE PLAN & GRADING 


CONSERVATION 
COMMISSION 
CONSTRUCTION 
PHASING 

ZBA SUBMITTAL 
PROGRESS SET 
ZBA COMMENT 
RESPONSE 


07/15/20 


08/21/20 


10/05/20 


PRECAST CONCRETE STORM DRAIN PRECAST CONCRETE DEEP SUMP 
MANHOLE DETAIL TS. CATCH BASIN DETAIL 


2' SQ X 6" THICK CLASS 
BCONCRETE PAD/ SLOPE 


04/01/21 


04/13/21 | UPDATED SIGNAGE 


WATER LINE AND 


05/13/21 SIGNAGE 


VALVE BOX TO — 
SUIT VALVE AND 
DEPTH OF BURY 


ADJUST TOP SECTION 
TO FINISH GRADE 


Know what's below. 
Call before you dig. 


ALWAYS CALL 811 


It's fast. It's free. It's the law. 


UNPAVED | PAVED 
—6" TOPSO = 
WATER PIPE Zz 
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5'MIN BELOW GROUND & 2’ MIN STAINLESS STEEL BOLTS 
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— PROVIDE 2 CU. FT. OF SCREENED GRAVEL 


(DETAIL FOR GENERAL PURPOSES. GC TO COORDINATE 
CONNECTION W/ WATER COMPANY) 


q - 14 q 1 4 : \S M2 _ oe HORIZONTAL THRUST BLOCKING 
; (BLOCKING HEIGHT GREATER THAN PIPE 0.0) WATER/SERVICE CONSTRUCTION DETAIL 
8, s (BLOCKING WIDTH BETWEEN 1 & 2 TIMES HEIGHT) 
“Oo 
7 a ae eee ta EEL ae A a “4D REQUIRED SQ. FT. OF UNDISTURBED 
& re) EARTH WALL FOR REACTION BACKING SEE CHART BELOW FOR 
dn . : 
[se 98% [2499] =“ MINIMUM SLOPE 3" PER FOOT 4 i. TYPE OF FITTINGS CONCRETE VOLUME AR MAXIMUM WIDTH WITHOUT UPWARD THRUST BLOCKING 
| Los 96 [2438] _ | NEW 6" SANITARY SEWER SERVICE TRENCH WALL ae AND CONTINUOUS INTERFERING WITH (REQUIRED REINFORCING BARS & CUBIC YARDS OF P.C. CONCRETE 
ae 4 BEND LLL Orr KX z a BENDS REINFORCING BARS iI BOLTING OPERATIONS 90° BEND 45° BEND 22M I9° BEND 41 1/4°BEND 
A Li i L i ' i B ? i pal ‘K ‘% \¥ 90° 40° 227° 4 SPOUVERIFE FINS eo Gr conc.| REINF — |conc. conc.| REINF |conc.| _ REINF 
i it as 1.0 1.0 1.0 Se 8" MIN. CY. | qty.] size} ©-Y. CY. | aty.] size] ©-Y- | ary. 
6" MIN. 10 10 10 ER x 12" MAX. 15 5 15 1.25 5 | 1.25 SHEET TITLE: ~ 
, i ul Hl F f SASHA SS 
ZURN TRENCH DRAIN, MODEL Z882 eee ee CROSS WITH PLUG TEE WITH PLUG 5G a Fr AAA RX 2 5 | 2 15 5 | 15 
6" SADDLE TEE WITH RUBBER SEAL 5 ie ‘a Yaw eles oa as é =.= 
(OPENING TO BE DRILLED IN PIPE) : : : 12" | 3 5 3 25 5 | 29 
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SECTION : 55 28 15 f J» NOTES: 
—— NOTE: 8.0 40 20 ; . YL 1. DONOT COVER BELLS OR FLANGES WITH CONCRETE 
ADAPTOR COUPLING TO C.I. SOIL PIPE . . DO NOT COVER BELLS OR FLANGES WITH CONCRETE Qe . WRAP ALL FITTINGS WITH VISQUEEN. 
. WRAP ALL FITTINGS WITH VISQUEEN. KK NY . BACK ALL TEES ACCORDING TO SIZE OF BRANCH. 
y . BACK ALL TEES ACCORDING TO SIZE OF BRANCH. SY Ke . . BACKING FUTURE LINE EXTENSIONS SHALL BE SUCH THAT LATER REMOVAL IS POSSIBLE. 
FOUNDATION CUSHION : . BACKING FUTURE LINE EXTENSIONS SHALL BE SUCH THAT LATER REMOVAL IS POSSIBLE. RX . ALL BENDS WHERE FITTINGS ARE USED, BOTH HORIZONTAL OR VERTICAL SHALL BE BACKED. 
; . ALL BENDS WHERE FITTINGS ARE USED, BOTH HORIZONTAL OR VERTICAL SHALL BE BACKED. PLT . REACTION BACKING TABLE IS BASED ON 100 P.S.I. AND SOIL BEARING PRESSURE OF 2000 LB./SQ.FT. 
6. REACTION BACKING TABLE IS BASED ON 100 P.S.1. AND SOIL BEARING PRESSURE OF 2000 DOWNWARD THRUST BLOCKING ADDITIONAL BACKING MAY BE REQUIRED IN SOME AREAS AS DIRECTED BY ENGINEERS. 
Ib./sq.ft. ADDITIONAL BACKING MAY BE REQUIRED IN SOME AREAS AS DIRECTED BY ENGINEERS. (SEE HORIZONTAL BLOCKING DETAIL) : ALL CONCRETE SHALL BE 2500 P.S.I. 
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7. ALL CONCRETE SHALL BE 2500 P.S.l. (ALL BENDS SIMILAR) . 18" AND LARGER REQUIRES SPECIFIC ANTI-THRUST DESIGN. 
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NTs. NTs. NTs. TRENCH 
CDS2015-4-C DESIGN NOTES 
CDS2015-4-C RATED TREATMENT CAPACITY IS 1.4 CFS, OR PER LOCAL REGULATIONS. MAXIMUM HYDRAULIC INTERNAL BYPASS CAPACITY IS 10.0 CFS. 
IF THE SITE CONDITIONS EXCEED 10.0 CFS, AN UPSTREAM BYPASS STRUCTURE IS REQUIRED. 
THE STANDARD CDS2015-4-C CONFIGURATION IS SHOWN. ALTERNATE CONFIGURATIONS ARE AVAILABLE AND ARE LISTED BELOW. SOME 
CONFIGURATIONS MAY BE COMBINED TO SUIT SITE REQUIREMENTS. 
CONFIGURATION DESCRIPTION 
GRATED INLET ONLY (NO INLET PIPE) 
GRATED INLET WITH INLET PIPE OR PIPES 
CURB INLET ONLY (NO INLET PIPE) 
CURB INLET WITH INLET PIPE OR PIPES 
SEPARATE OIL BAFFLE (SINGLE INLET PIPE REQUIRED FOR THIS CONFIGURATION) 
SEDIMENT WEIR FOR NJDEP / NJCAT CONFORMING UNITS 
SITE SPECIFIC 
DATA REQUIREMENTS 
STRUCTURE ID ID 
ENTER OF CDS STRUCTURE, SCREEN AND WATER QUALITY FLOW RATE (CFS OR L/s) WQFLOW 
FIBERGLASS SUMP OPENING PEAK FLOW RATE (CFS OR L/s) PEAK 
SEPARATION & RETURN PERIOD OF PEAK FLOW (YRS) RETURN 
CYLINDER AND INLET FLOW SCREEN APERTURE (2400 OR 4700) MICRON 
PIPE DATA: LE. MATERIAL DIAMETER 
A a INLET PIPE 1 ELEV MATERIAL DIAM 
s + INLET PIPE 2 ELEV MATERIAL DIAM 
& o OUTLET PIPE ELEV MATERIAL DIAM 
x 
FLOW RIM ELEVATION RIM 
ANTI-FLOTATION BALLAST WIDTH HEIGHT 
WIDTH HEIGHT 
NOTES/SPECIAL REQUIREMENTS: 
TOP SLAB ACCESS 
(SEE FRAME AND COVER 
DETAIL) * PER ENGINEER OF RECORD 
48" |.D. MANHOLE 
PVC HYDRAULIC STRUCTURE y 
SHEAR PLATE [EOE 
N.T.S NTS PLAN VIEW B-B ez Son 
N.T.S. 
CONTRACTOR TO GROUT TO SOE SOF, 
FINISHED GRADE ee 
A I 
GRADE RINGS/RISERS~. “X YY IS > 
\ RL 
J 
SEPARATION CYLINDER FRAME AND COVER 
ANDINET ' (DIAMETER VARIES) 
N.T.S. 
ep) 
Lu 
e 
“a > 
gJ 
INLET PIPE & 3 UTLET PIPE B 
(MULTIPLE INLET PIPES MAY BE ~ 
ACCOMMODATED) -__ 
ae A 
4 Vv } 
| 7 
AU i 
=) 
N ERMANENT POOL 
a GENERAL NOTES 
= a 1. CONTECH TO PROVIDE ALL MATERIALS UNLESS NOTED OTHERWISE. 
OIL BAFFLE SKIRT 4 = 2. DIMENSIONS MARKED WITH () ARE REFERENCE DIMENSIONS. ACTUAL DIMENSIONS MAY VARY. 
= 3. FOR FABRICATION DRAWINGS WITH DETAILED STRUCTURE DIMENSIONS AND WEIGHTS, PLEASE CONTACT YOUR CONTECH ENGINEERED SOLUTIONS LLC 
18 REPRESENTATIVE. www.ContechES.com 
SEPARATIO ; . 4. CDS WATER QUALITY STRUCTURE SHALL BE IN ACCORDANCE WITH ALL DESIGN DATA AND INFORMATION CONTAINED IN THIS DRAWING. 
SCREEN = 5. STRUCTURE SHALL MEET AASHTO HS20 AND CASTINGS SHALL MEET HS20 (AASHTO M 306) LOAD RATING, ASSUMING GROUNDWATER ELEVATION AT, OR 
4 BELOW, THE OUTLET PIPE INVERT ELEVATION. ENGINEER OF RECORD TO CONFIRM ACTUAL GROUNDWATER ELEVATION. 
PVC HYDRAULIC 6. PVC HYDRAULIC SHEAR PLATE IS PLACED ON SHELF AT BOTTOM OF SCREEN CYLINDER. REMOVE AND REPLACE AS NECESSARY DURING MAINTENANCE 
SHEAR PLATE ! CLEANING. 
A 2 A A 
$0 a? INSTALLATION NOTES 
BABS A. ANY SUB-BASE, BACKFILL DEPTH, AND/OR ANTI-FLOTATION PROVISIONS ARE SITE-SPECIFIC DESIGN CONSIDERATIONS AND SHALL BE SPECIFIED BY 
0 OQ ENGINEER OF RECORD. 
SOLIDS STORAGE SUMP. B. CONTRACTOR TO PROVIDE EQUIPMENT WITH SUFFICIENT LIFTING AND REACH CAPACITY TO LIFT AND SET THE CDS MANHOLE STRUCTURE (LIFTING 
CLUTCHES PROVIDED). 
ELEVATION A-A C. CONTRACTOR TO ADD JOINT SEALANT BETWEEN ALL STRUCTURE SECTIONS, AND ASSEMBLE STRUCTURE. 
N.T.S. D. CONTRACTOR TO PROVIDE, INSTALL, AND GROUT PIPES. MATCH PIPE INVERTS WITH ELEVATIONS SHOWN. 
E. CONTRACTOR TO TAKE APPROPRIATE MEASURES TO ASSURE UNIT IS WATER TIGHT, HOLDING WATER TO FLOWLINE INVERT MINIMUM. IT IS SUGGESTED 
THAT ALL JOINTS BELOW PIPE INVERTS ARE GROUTED. 
N.T.S. N.T.S. 
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NOTES: 


ds PROPERTY KNOWN AS LOT 10B AS SHOWN ON THE TOWN OF ARLINGTON, MIDDLESEX COUNTY, 


COMMONWEALTH OF MASSACHUSETTS; MAP NO. 57. wae ips haha oe Toren 
| I ; rs ; 
2. LOT 9 AREA = 98,272 SQUARE FEET OR 2.256 ACRES. py NFLANDSOF 4 ie see ae i A il maton 
LOT 8D AREA = 2,960 SQUARE FEET OR 0.068 ACRES. MIRAK TRUCK stan ast / 
TOTAL AREA = 101,232 SQUARE FEET OR 2.324 ACRES. CENTER, LLC 199.22 a cele oe baka / 
oer BK.68675, PG.135 +] 99 37850, PG. / 7 
S407 77)” 3 
3. LOCATION OF UNDERGROUND UTILITIES ARE APPROXIMATE. LOCATIONS AND SIZES ARE BASED ON UTILITY SHIT # WL #6C_SB106 8 SH UP 1E. : MAG NAIL 
MARK-OUTS, ABOVE GROUND STRUCTURES THAT WERE VISIBLE & ACCESSIBLE IN THE FIELD, AND THE MAPS 126,72 8 onto 186.55 / FL.=98.37 
AS LISTED IN THE REFERENCES AVAILABLE AT THE TIME OF THE SURVEY. AVAILABLE AS-BUILT PLANS AND 01] | ot 3° 10037 002 6’ CIF WLF #60 SB6 | 100.04 93 all 
UTILITY MARKOUT DOES NOT ENSURE MAPPING OF ALL UNDERGROUND UTILITIES AND STRUCTURES. = a . Se oe: mania 
BEFORE ANY EXCAVATION IS TO BEGIN, ALL UNDERGROUND UTILITIES SHOULD BE VERIFIED AS TO THEIR / — oot |S ie 068 |B CLF 99. wor 6 Cu alZ 99.03 S we 
—~ LOCATION, SIZE AND TYPE BY THE PROPER UTILITY COMPANIES. CONTROL POINT ASSOCIATES, INC. DOES s <i _— ry ISLE 7 Laas a ee ae aeueee r : a 
| NOT GUARANTEE THE UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE AREA EITHER IN SERVICE OR / SS AN ~ an STON I Ny a ee B 12.1 
= Re ABANDONED. / is | seis + BOLLARD _ = op.t7 : _ 
x = ; 9 
% / 2 [4ar7 g7 
% 4. THIS PLAN IS BASED ON INFORMATION PROVIDED BY A SURVEY PREPARED IN THE FIELD BY CONTROL POINT 2) | / oot a FS a 8 (A) A 3 8 3) | [FF 98.40 oo 
4, 401 { 99. 99 WF SB5 98.7 98 98.5 (TYP) 
Cy, ASSOCIATES, INC. AND OTHER REFERENCE MATERIAL AS LISTED HEREON. /é 9.97 i 5; fee OF A. nee ts og Jb] (METAL) gf 1 
o & Ww PER a 4 APPROX LOC OF 
5. THIS SURVEY WAS PREPARED WITH REFERENCE TO A TITLE REPORT PREPARED BY CHICAGO TITLE | XO eli : Upp] - UG WATER LINE 7 
INSURANCE COMPANY, HAVING A COMMITMENT NO. 1921-0314, COMMITMENT DATE: DECEMBER 2, 2019. SEE ae er /| ASPHALT = | ge aa | = (PER REF #5) XS ASPHALT FF 981 = 
SHEET 2 FOR COMMENTS TO THE SURVEY RELATED EXCEPTIONS IN SCHEDULE B, PART 2: peal / PAVEMENT. R ! Wa i = PAVEMENT (CONC) S 7 \ 
: Ny naa s \ 
6. BY GRAPHIC PLOTTING ONLY THE MAJORITY OF THE PROPERTY IS LOCATED IN FLOOD HAZARD ZONE X | N Ss | s = = — vo . 
(AREAS DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOOD PLAIN). SOME OF THE PROPERTY IS | ] tw || a. &, ——— 
LOCATED IN FLOOD AE (SPECIAL FLOOD HAZARD AREAS SUBJECT TO INUNDATION BY THE 1% ANNUAL 101. J] 99.96 99.68 S | S woe Mes a ate a ye 
CHANCE FLOOD, BASE FLOOD ELEVATIONS DETERMINED) & FLOOD HAZARD ZONE X SHADED (AREAS OF 0.2% / ( ee ee | — [| EASEMENT AREA C 
ANNUAL CHANCE FLOOD; AREAS OF 1% ANNUAL CHANCE FLOOD WITH AVERAGE DEPTHS OF LESS THAN 1 mF ¥6C SB4| = Pi eae COM cB Vary (PER REF #6) 
FOOT OR WITH DRAINAGE AREAS LESS THAN 1 SQUARE MILE; AND AREAS PROTECTED BY LEVEES FROM %1 by / | a Sy vo #98 iced ad et 
ior ANNUAL CHANCE FLOOD) PER REF. #2 = / ~ | at Ola fyt5| \ FF 98.20 96.90 G) 
ST ISS / S/& Oo fl] Ses | 9760), (METAL) S 
FOR MAIN DRAINS QIN S pee ee. = 
APPROX FLOOD LINE @) 7. ELEVATIONS REFER TO THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88), BASED ON GPS Se a: = ew ly | a Ss er Arie 103 
(PER REF #2) BK. 7546, P6454 4(21) (24) OBSERVATIONS UTILIZING THE KEYSTONE VRS NETWORK (KEYNETGPS) TAKEN AT THE TIME OF THE FIELD & DS / | sf S am | g — * —- ) 97.10 pt] [oot S48 °A7'SS°W LOCUS MAP 
BK.8762, PC.80 wR gh 5 51 | / 419 | 98.6! of a9 96.9 2 ©2013 ESRI WORLD STREET MAPS 
SURVEY. oo aes i 400.69 | 99. 99.9 99. Rs | | MI nl ASPHALT 66 A 187.87 NOT TO SCALE 
RIGHT OF WAY 101 / S| II IF | / [24.1] 
: PAVEMENT , ; 
BK6941, PGSIB TEMPORARY BENCH MARKS SET: \ = AX A} sits [0297] % 
i TBM-A: MAG NAIL SET AT ELEVATION 100.64. a SIS | aN PS] STAY SB105 AFF 98.89 FF 98. FF 98.49 FF 98.45 CONC): ~ VERGROWN LEGEND 
KH as 3 WATER WORKS / Ne | PASAT | (METAL) (CONC) (CONC) (CONC) x AREA yar 
Sain TAKING TBM-B: MAG NAIL SET AT ELEVATION 98.37. a 2 — ms foc sex) | “| 96.89 2 SA S25 ee erence 
ee Sts Sg pope 2 008? pee 99.9 ce ae w08 & 4 se ——125/—— 
40.0 Ome PRIOR TO CONSTRUCTION IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THAT THE BENCHMARKS =7 a cae MwtalS x [12545 EXISTING SPOT ELEVATION 
x) 2 ILLUSTRATED ON THIS SKETCH HAVE NOT BEEN DISTURBED AND THEIR ELEVATIONS HAVE BEEN CONFIRMED. 7 \ ; {8 , S18 CAT 817’ CLF ee = Giga  ~“BaSTINGTOP OE CURE ELEVATION 
mw > a oO ANY CONFLICTS MUST BE REPORTED PRIOR TO CONSTRUCTION. = a a | R Sy 8 J 98.38 MAP a Boe LoT 10B ( = 4 eta EXISTING GUTTER ELEVATION 
ire 8. THE WETLAND DELINEATION LINE WAS FIELD LOCATED BY CONTROL POINT ASSOCIATES, INC. PAVEMENT \ bia Bs S| pees | e” ie ein oie S x 967 a xTW 123.45 EXISTING TOP OF WALL ELEVATION 
FH SIS 34 ASPHALT pictlie gilded \ : | : s — “le = BW 122.95 EXISTING BOTTOM OF WALL ELEVATION 
SS Me PAVEMENT \\|S WATER PIPE 9. THERE IS NO OBSERVABLE EVIDENCE OF EARTH MOVING WORK, BUILDING CONSTRUCTION OR BUILDING \ | ae athe - gl® TANK ON rarye Evie cio MIStEE EL SORICLEYA HON 
U2 As § re ADDITIONS WITHIN RECENT MONTHS. aT \ pe \ WV CONC BK. 12785, PG.A22 4 STORY BRICK 9519 CONC PAD Fe 
10,41 +4) 100 09 | 9 | Ie5 plete F es HYDRANT 
uw NS 4 C SB? WL $6C SBI 98. BUILDING F 
ad Q ] = a 10. CHANGES IN STREET RIGHT OF WAY LINES EITHER COMPLETED OR PROPOSED REVEALED IN THE TITLE joo? } ae cr Ri PORGH es "THEODORE SCHWAMB CO." 06 72 |. ix! WATER VALVE 
= x PG. REPORT AND REFERENCED MAPS HAVE BEEN SHOWN. THERE IS NO OBSERVABLE EVIDENCE OF RECENT \ 2 
SS l 4 BEPA=17, 1524 SF 
&a = Ss & s~ STREET OR SIDEWALK CONSTRUCTION OR REPAIRS. [ a ae FE ai /\ z \, 3 op.l1 og) 8 AVD<| PRESSURE INDICATOR VALVE 
SS ies se as le Ss Ss] \\ ds 7 96,53 GAS VALVE 
= 11. THE SURVEYED PREMISE HAS 78 PAINTED PARKING SPACES, NONE OF WHICH ARE HANDICAP SPACES. : = ( Alf 473 ASIF oP CONC STEPS Xo S i ae 
ie 1 STORY FLOOD ZONE X a as \ = eS ABER \ Vr #6 SONS | W/HANDRAL ir “ al EES 
> PA Sp Ur/AP $79-2 MASONRY BUILDING ‘ i005? ~ 77 \ CAD, aH =e Abel iia — [¢;—— _ APPROX. LOC. UNDERGROUND GAS LINE 
W/TRANS 7 < nee 9? Ww valikam Poe go 5% f1—— _ APPROX. LOC. UNDERGROUND ELECTRIC LINE 
ad ZN ze oH FLOOD ZONE APPROX FLOOD LUNE of 2B \ : me foc SehO1 alee ao fy 
2 oH——+-—0H on 1 : (SHADED) a OR fer f2) | aS . FO wy | Is mT i; a ae 7 wi— _ APPROX. LOC. UNDERGROUND WATER LINE 
ie 10 Foc 4! 323 us “a _ \ E CONC ( (70) MH [5.97 yet UP fe ‘UTILITY POLE 
1.18 7450 5 8 100: | | LANDING | 93.02 X= 5 CONC RIM=96.01 
10 BS C i ue ry | / ‘| 100-9 7 \ “ae tte CB FF 98.00 ~ WALL| \\ [29.97 (ui0) , S Ea AREA LIGHT 
10’ SEWER EASEMENT = =—S] ~ MAP 57, BLOCK 2 LOT 11 1006 mw a” U/ I | a W962 (WETAL) ry a (METAL) e : ID SIGN 
; ee tall — — Sy NIE LANDS OF fe GEOTHERMAL WELL nieinne — & $5. oi 
FENCE On oe = CONC — = . ii we a LALICATA REALTY, LLC / PAVEMENT (BOLTED) s Ne 3 joes 3 oe zm DMH gt: 
—o tb 10. 7 — MAT Cid Ze RE ee %q | _BK.50174, PG.520 DRIAN LINE a S| BULK = I (ne) = at aca ieee = g ° BOLLARD 
oe i be Ux —— Kon"? | 18 CATE 101,67 01-66 401-24 im aE 109 [7® are (NFV-PER REF #8) < x | HEAD “= Ss foot? p89 —Taw-94 = UP # — U-BOLLARD 
+ = ih ; wy) / 1629 ee Ee % .- | S| ie eee, YY 1,64 Pd POST 
Veg sing Se ; 1037 ASPHALT 7”) 93.08 ide / 7 = or Ss eee &\ ees | id - WOOD STEPS | 8 CLF | CHAIN LINK FENCE 
Y Se St | & PAVEMENT on \ Bohlen niall o EASEMENT AREA D — APPROX AREA OF TAKING (Mee SI PIPE DING 
Ss | S mutt | 10° SEWER EASEMENT =. |\_ QOBAD’ < SMH 5) \ oo | Fe viet PIPE £0C| EDGE OF CONCRETE 
ss ] | eR ASPHALT a c (PER REF $3 & #6) FOR SEWER SYSTEM 28h & HANDRAIL 
FLOOD ZONE AE |\\S8 51 \ RIM=104.02 = (PER REF #7) X Z E 6 7 Wa FOP EDGE OF PAVEMENT 
SMH \ a Ee a a eae A 00.89] 4} 1005 03 STONE H1=44.5't ASPHALT SEWER LINE BLDG ISA LANDSCAPED AREA 
l= 104.42 AV Ae \ \ Oca a =o “= [| W, = PAVEMENT S (PER REF #9) (CONC : : 
WA) =95.9 ‘ I) \ pL Le on \4 ee aD 4 ES oh SUH @) 166-234 | | aie HT=18.5'+ NYE, TYPICAL 
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THIS SURVEY WAS PREPARED WITH REFERENCE TO A TITLE REPORT PREPARED BY CHICAGO TITLE INSURANCE e<HiSET A 
COMPANY, HAVING A COMMITMENT NO. 1921-0314, COMMITMENT DATE: DECEMBER 2, 2019 , WHERE THE REFERENCES: 
FOLLOWING SURVEY RELATED EXCEPTIONS APPEAR IN SCHEDULE B - SECTION 2: 

1. THE TAX ASSESSOR'S MAP OF ARLINGTON, MIDDLESEX COUNTY, MAP 57. 
GENERAL EXCEPTIONS 1 THRU 6, 29, 30, 34, AND 35 ARE NOT SURVEY RELATED AND HAVE NOT BEEN COMMENTED LOT 9 (1165-1167 MASSACHUSETTS AVENUE) 


ON AS A PART OF THIS SURVEY. 2. MAP ENTITLED "NATIONAL FLOOD INSURANCE PROGRAM, FIRM, FLOOD INSURANCE RATE MAP, MIDDLESEX 


THE TANG NITE THE BUILDINGS THEREON SITUATED ON THE NORTHEASTERLY SIDE OF COUNTY, MASSACHUSETTS (ALL JURISDICTIONS) PANEL 416 OF 656," COMMUNITY-PANEL NUMBER 250177 0416 


TAKING BY THE TOWN OF ARLINGTON FOR A SEWER SYSTEM DATED JUNE 25, 1928 RECORDED IN BOOK 5249, 
PAGE 121 AS SHOWN ON SURVEY - RYDER STREET. -10" WIDE SEWER EASEMENT SHOWN. 


9. MAP ENTITLED "ALTA / ACSM LAND TITLE SURVEY IN ARLINGTON, MA." DATED JANUARY 21, 2003 PREPARED BY 
RIM ENGINEERING CO. 


@) INTENTIONALLY DELETED. MASSACHUSETTS AVENUE, ARLINGTON, MIDDLESEX COUNTY, MASSACHUSETTS, NOW KNOWN AS AND SABRE ERE INA ate 
NUMBERED 1165 REAR MASSACHUSETTS AVENUE, BEING LOT 9 SHOWN ON A PLAN ENTITLED "PLAN : leas 
INTENTIONALLY DELETED. OE ND Ee eer NN SINC TON A: Pore De OBE 2 a2 06 BRP ENGINEER 3. MAP ENTITLED "PLAN OF LOTS AND EASEMENTS IN ARLINGTON, MA" DATED OCTOBER 23, 2006, RECORDED IN 
INC. AND RECORDED WITH THE MIDDLESEX SOUTH DISTRICT REGISTRY OF DEEDS AS PLAN 1072 OF TRE SGUTH MIBDEES EEG IS Toy ORG EED EAS DRANG dors er Sane 
(9) INTENTIONALLY DELETED. 2007 AND BEING ALSO SHOWN ON PLAN 110 OF 2019. SAID LOT 9 CONTAINS 98,272 SQUARE FEET OF 
AND SCSORDING TO SAID REAM: 4. MAP ENTITLED "PLAN OF LAND IN ARLINGTON, MA" DATED DECEMBER 28, 2018, RECORDED IN THE SOUTH 
RIGHTS OF OTHERS ENTITLED THERETO TO USE THE 40' RIGHT OF WAY (NOW KNOWN AS RYDER STREET) MIDDLESEX REGISTRY OF DEEDS AS PLAN NO. 110 OF 2019. 
ENUMERATED IN DEED DATED JUNE 11, 1923 RECORDED IN BOOK 4624, PAGE 488. SEE PLAN IN PLAN BOOK LOT 8D (REAR OF MASSACHUSETTS AVENUE) 
4624, END. - RYDER STREET IS SHOWN. D: WATER MAPPING PROVIDED BY THE TOWN ENGINEERING DEPARTMENT. 
THE LAND WITH THE IMPROVEMENTS THEREON SITUATED ON THE NORTHEASTERLY SIDE OF 
MASSACHUSETTS AVENUE, ARLINGTON, MIDDLESEX COUNTY, MASSACHUSETTS BEING LOT 8D ON A 6. | MAP ENTITLED "PLAN OF LOTS AND EASEMENTS IN ARLINGTON, MA" DATED JANUARY 21, 2003, RECORDED IN 
( 11 ) ORDER OF TAKING BY THE METROPOLITAN DISTRICT COMMISSION DATED JULY 8, 1926 RECORDED IN BOOK 
Jone BAGE 166 AC SHOWHION CURVEY (PLAN BOOICS76 (PL ANAMUNCUEARCSEWER EASEMENT SHOWN PER PLAN ENTITLED "PLAN OF LAND IN ARLINGTON, MA" DATED DECEMBER 28, 2018 BY RIM ENGINEERING THE SOUTH MIDDLESEX REGISTRY OF DEEDS AS PLAN NO. 83 OF 2003 IN BOOK 37850 PAGE 612. 
SECERENGES? CO., INC. RECORDED WITH THE MIDDLESEX SOUTH DISTRICT REGISTRY OF DEEDS AS PLAN 110 OF 
2019. SAID LOT 8D CONTAINS 2,960 SQUARE FEET OF LAND ACCORDING TO SAID PLAN. 7. MAP ENTITLED "PLAN OF LAND IN ARLINGTON MASS." DATED SEPTEMBER 13, 1945, RECORDED IN THE SOUTH 
@ MIDDLESEX REGISTRY OF DEEDS AS PLAN NO. 172 OF 1946. 
EASEMENT TO THE COMMONWEALTH OF MASSACHUSETTS THROUGH ITS METROPOLITAN DISTRICT TOGETHER WE TE RIGUT ANDICASE MENT TO UE THAT RG ar IGN ORR OER SIRES uo NINE 
COMMISSION DATED AUGUST 19, 1927 RECORDED IN BOOK 5133, PAGE 573 AS SHOWN ON SURVEY -SEWER NOTING CUDED INKLOT GO CEGKIFDEE SS TBEET 16 THE SOU TEINES LEI BOUNDATOR LOTS coe 8. MAP ENTITLED "AS-BUILT GEOTHERMAL SITE PLAN 1167R MASSACHUSETTS AVE. ARLINGTON, MA PREPARED 
a aN aia ALL PURPOSES FOR WHICH STREETS AND WAYS MAY BE USED IN THE TOWN OF ARLINGTON. SIEVE RENE NOE DE oe leoaeN Er ha c01 PREP Aner a ag SDE Re. 


TOGETHER WITH THE RIGHTS AND EASEMENTS SET FORTH IN EASEMENT AGREEMENT DATED 
DECEMBER 31, 2002 RECORDED IN BOOK 37850, PAGE 624. 


TAKING BY THE TOWN OF ARLINGTON FOR MAIN DRAINS DATED OCTOBER 18, 1937 RECORDED IN BOOK 6160, 
PAGE 90 AS SHOWN ON SURVEY -MILL BROOK CONDUIT SHOWN. 


TAKING BY THE TOWN OF ARLINGTON FOR MAIN DRAINS DATED DECEMBER 26, 1939 RECORDED IN BOOK 6356, 
PAGE 457 AS SHOWN ON SURVEY. -MILL BROOK CONDUIT SHOWN. 


TAKING BY THE TOWN OF ARLINGTON FOR A SEWER SYSTEM DATED DECEMBER 26, 1939 RECORDED IN BOOK 
6356, PAGE 461 AS SHOWN ON SURVEY. -APPROX AREA OF TAKING SHOWN. 


(17) ORDER OF TAKING BY THE METROPOLITAN DISTRICT COMMISSION FOR A HIGH SERVICE PIPE LINE DATED 
SEPTEMBER 12, 1940 RECORDED IN BOOK 6431, PAGE 281 AS SHOWN ON SURVEY - RYDER STREET. -LIMIT OF 
TAKING IN FOREST STREET SHOWN. 


foe) 


EASEMENT TO THE COMMONWEALTH OF MASSACHUSETTS FOR WATER SERVICE DATED DECEMBER 10, 1940 
RECORDED IN BOOK 6465, PAGE 254 AS SHOWN ON THE SURVEY - RYDER STREET. -EASEMENT SHOWN. 


@) © 


o 


RIGHT OF WAY OVER 40' ROW (RYDER STREET) IN DEED DATED JANUARY 7, 1946 RECORDED IN BOOK 6941, 
PAGE 318. -RYDER STREET SHOWN. 


©) 


TAKING BY THE TOWN OF ARLINGTON FOR WATER WORKS DATED JUNE 18, 1946 RECORDED IN BOOK 6996, 
PAGE 489 AS SHOWN ON SURVEY - RYDER STREET. -AREA OF WATER WORKS TAKING SHOWN. 


i) 
—% 


ORDER OF TAKING BY THE TOWN OF ARLINGTON FOR MAIN DRAINS DATED OCTOBER 4, 1948 RECORDED IN 
BOOK 7346, PAGE 434 AS SHOWN ON SURVEY - RYDER STREET. -AREA OF TAKING IN RYDER STREET SHOWN. 


N 
i) 


QOOO® ©® ® ®@ 


RIGHT OF WAY GRANTED BY INSTRUMENT DATED MAY 13, 1951 RECORDED IN BOOK 7767, PAGE 408. (RYDER 
STREET) -40" RIGHT OF WAY KNOWN AS RYDER STREET SHOWN. 


N 
wo 


INTENTIONALLY DELETED. 


ORDER OF TAKING BY THE TOWN OF ARLINGTON FOR MAIN DRAINS DATED JULY 30, 1956 RECORDED IN BOOK 
8782, PAGE 80 AS SHOWN ON SURVEY - RYDER STREET. -AREA OF TAKING IN RYDER STREET SHOWN. 


INTENTIONALLY DELETED. 


N 
(>) 


INTENTIONALLY DELETED. 


27) INTENTIONALLY DELETED. 


NO 
(ee) 


INTENTIONALLY DELETED. 


wo 


SUBJECT TO AND TOGETHER WITH THE RIGHTS AND EASEMENTS SET FORTH IN EASEMENT AGREEMENT 
DATED DECEMBER 31, 2002 RECORDED IN BOOK 37850, PAGE 624. -EASEMENT AREAS A1, A2, A3, B, C & D 
SHOWN. EASEMENT AREAS C & D ARE EACH SHOWN HEREON DIFFERENTLY PER REFERENCES 3 & 6. 


INTENTIONALLY DELETED. 


NOTICE OF LEASE NAMING ARLINGTON CENTER GARAGE AND SERVICE CORPORATION, LESSOR AND MIRAK 
CHEVROLET, INC., LESSEE DATED SEPTEMBER 26, 2007 RECORDED IN BOOK 50215, PAGE 176. -LOCATION OF 
15,375 SF LEASE AREA IS NOT DESCRIBED OTHER THAN BEING A PORTION OF LOT 9, NOT PLOTTABLE. 


INTENTIONALLY DELETED. 


RIGHT OF WAY CONTAINED IN DEED DATED MAY 9, 1968 RECORDED IN BOOK 19038, PAGE 445 AS SHOWN ON 
THE SURVEY. RIGHT OF WAY IS PART OF EASEMENT AREA A1, SHOWN. 


@) ® 


THIS SURVEY IS CERTIFIED TO: 
GOULSTON & STORRS PC 

1165R MASS MA PROPERTY, LLC 
CHICAGO TITLE INSURANCE COMPANY 


SSI FUND ACQUISITIONS LLC 1 REVISED PER NEW CLIENT NAME & CERTIFIED PARTIES “ R.J.K. G.L.H. 7-16-2020 
YUKON REALTY ASSOCIATES, LLC 


ARLINGTON CENTER GARAGE & SERVICE CORP. 


DESCRIPTION OF REVISION FIELD CREW | DRAWN: | APPROVED: DATE 


FIELD DATE 


12-3-2019 


THIS IS TO CERTIFY THAT THIS MAP OR PLAT AND THE SURVEY 
ON WHICH IT WAS BASED WERE MADE IN ACCORDANCE WITH THE 
"2016 MINIMUM STANDARD DETAIL REQUIREMENTS FOR 
ALTA/NSPS LAND TITLE SURVEYS", JOINTLY ESTABLISHED AND 
ADOPTED BY ALTA AND NSPS, AND INCLUDES ITEMS 2, 3, 4, 5, 6, 7 
8,9, 11, 13, 14, 16, 17, 18 & 19 OF TABLE A THEREOF. THE 
FIELDWORK WAS COMPLETED ON DECEMBER 3, 2019. 


ALTA/NSPS LAND TITLE SURVEY 


1165R MASS MA PROPERTY, LLC 


FIELD BOOK NO. 


MA19-20 


F 


1165R MASSACHUSETTS AVENUE 

MAP 57, BLOCK 2, LOT 10B & PART OF LOT 15 
ELD BOOKPG. 1 TOWN OF ARLINGTON, MIDDLESEX COUNTY 
25 COMMONWEALTH OF MASSACHUSETTS 


on i TAN CONTROL P O INT ALBANY, NY 5182175010 
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N\ 352 TURNPIKE ROAD MANHATTAN, NY 6467800411 
SOUTHBOROUGH, MA 01772 MT LAUREL, NJ 6098572099 


508.948.3000 - 508.948.3003 FAX WARREN, NJ 9086680099 


NOT A VALID ORIGINAL DOCUMENT UNLESS EMBOSSED 
WITH RAISED IMPRESSION OR STAMPED WITH A BLUE INK SEAL 


7-16-2020 


GERRY L. HOLDRIGHT, PLS DATE 


MASSACHUSETTS PROFESSIONAL LAND SURVEYOR #49211 


REVIEWED: APPROVED: DATE SCALE FILE NO. DWG. NO. 


G.L.H. 4-6-2020 N/A 03-190272 4 OF 4 
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A.J.D. 


